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At Lanberg, we have taken our motto “Take your Peak!” firmly to heart to help you
achieve goals by providing a wide range of passive network equipment with excellent 
availability at very competitive prices! We understand that the market is constantly changing, 
and the needs of customers evolve with it. That is why we offer a different approach to network 
products, one that is Consumer-friendly! 
Therefore, we are proud to put at your disposal our powerful product portfolio and the right 
tools for their presentation. Our products are available both in Europe and beyond. We are glad 
that you are interested in our brand, therefore, we want to thank you for your trust and for the 
few minutes you have devoted to read this note, we really appreciate it. 

Take your Peak!
Lanberg Team 

Thank you!
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Server cabinets 
and Rack accessories



10” server cabinets 
and Rack accessories



10” server cabinets

Product description:
• 10” wall-mount server cabinet,
• For self-assembly in 1 flat-pack, which facilitates transport,
• Front door made of tempered glass with a maximum turning angle up to 180°,
• Cable entry panels located on both top and bottom cover,
• IP20 degree of protection,
• Loading capacity up to 20kg,
• Option to connect 1 x 230V fan,
• Available colors: black RAL9004 and grey RAL7035,
• Available height: from 4 up to 15U.

Door assembly possible on the left 
or right side.

Option to install one 230V fan.

Wall-mount panel for easy cabinet 
installation in the desired location.

Rail mounts with „U” numbered height 
facilitate equipment assembly at the 

right height.

10” server cabinets

Standards:
• Compliance with standards: ANSI/EIA RS-310-D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High-grade cold-rolled steel, powder-coated.

Thickness:
• Mounting profile – 1,5mm, others: 1,2mm.

Surface finish:
• Acid pickling, degrease, rust prevention, and parkerizing.
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No.   Element

1        Top cover 

2        Bottom cover

3        Front glass door

4        Side panel

5        Mounting rails

6        Rear panel

7        Wall-mount panel

8        Blank panel

9        Door clamp

Packaging:
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Accessories – 10“ PDU Accessories – 10“ shelves and organizers

AK-1012-B / AK-1012-S  
• 1U Fixed shelf for 10” wall-mount cabinets 
with a depth of 310 mm.

AK-1104-B / AK-1104-S      
• Ceiling and floor cable entry brush panel 
for 10” wall-mount cabinets.

PDU-03E-0200-BK / PDU-03E-0200-IEC-BK   
• 10“ PDU 1U; 16A; 220-250V,
• 3 French (type E) sockets,
• Uni-Schuko (type E/F) or IEC (C14) input   
cable plug,
• Surge protection: 16A,
• 2m VDE cable, 1,5mm2 thick.

PDU-03F-0200-BK / PDU-03F-0200-IEC-BK    
• 10“ PDU 1U; 16A; 220-250V,
• 3 Schuko (type F) sockets,
• Uni-Schuko (type E/F) or IEC (C14) input 
cable plug,
• Surge protection: 16A,
• 2m VDE cable, 1,5mm2 thick.
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10” server cabinets

Technical specification

Grey cabinets Front panel Description Height Depth / Width / Height 

WF10-2304-10S Glass 10” wall-mount cabinet 280x310 4U 310mm / 280mm / 240mm 

WF10-2306-10S Glass 10” wall-mount cabinet 280x310 6U 310mm / 280mm / 329mm

WF10-2309-10S Glass 10” wall-mount cabinet 280x310 9U 310mm / 280mm / 462mm

WF10-2312-10S Glass 10” wall-mount cabinet 280x310 12U 310mm / 280mm / 603mm

WF10-2315-10S Glass 10” wall-mount cabinet 280x310 15U 310mm / 280mm / 736mm

WF10-2304-00S Metal 10” wall-mount cabinet 280x310 4U 310mm / 280mm / 247mm

WF10-2306-00S Metal 10” wall-mount cabinet 280x310 6U 310mm / 280mm / 336mm

WF10-2309-00S Metal 10” wall-mount cabinet 280x310 9U 310mm / 280mm / 469mm

WF10-2312-00S Metal 10” wall-mount cabinet 280x310 12U 310mm / 280mm / 603mm

Black cabinets Front panel Description Height Depth / Width / Height 

WF10-2304-10B Glass 10” wall-mount cabinet 280x310 4U 310mm / 280mm / 240mm 

WF10-2306-10B Glass 10” wall-mount cabinet 280x310 6U 310mm / 280mm / 329mm

WF10-2309-10B Glass 10” wall-mount cabinet 280x310 9U 310mm / 280mm / 462mm

WF10-2312-10B Glass 10” wall-mount cabinet 280x310 12U 310mm / 280mm / 603mm

WF10-2315-10B Glass 10” wall-mount cabinet 280x310 15U 310mm / 280mm / 736mm

WF10-2304-00B Metal 10” wall-mount cabinet 280x310 4U 310mm / 280mm / 247mm

WF10-2306-00B Metal 10” wall-mount cabinet 280x310 6U 310mm / 280mm / 336mm

WF10-2309-00B Metal 10” wall-mount cabinet 280x310 9U 310mm / 280mm / 469mm

WF10-2312-00B Metal 10” wall-mount cabinet 280x310 12U 310mm / 280mm / 603mm

Accessories – 10“ blank panels

AK-1403-S  
• 1U Blank panel for grey 10” server cabinets.
 

AK-1403-B   
• 1U Blank panel for black 10” server cabinets.

12 13|    www.lanberg.pl/en  www.lanberg.pl/en    |



19” server cabinets 
and Rack accessories
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19” Wall-mount fast assembly WFFA series cabinets 

Wall-mount panel with a built-in 
level.

Slots for 2x 12x12 fans on both 
top/bottom covers.

Rail mounts with „U” numbered 
height facilitate equipment 

assembly at the right height.

4 grounding pins (on the door, 
bottom cover, side panels).

Product description:
• Free-standing cabinet,
• New design facilitating installation and reducing the time of cabinet assembly,
• No external screws - easy installation in hard to reach places,
• For self-assembly in 1 flat-pack, which facilitates transport,
• Front door with the option to be mounted on the left or right side,
• Removable side panels with locks and keys,
• Removable top and bottom cable entry panel,
• Grounding pin on the door, side panels, and bottom cover,
• IP20 degree of protection,
• Loading capacity up to 60kg,
• Option to connect 2 x 230V fans,
• Available colors: black RAL 9004 and grey RAL 7035,
• Available height: from 4 to 27U.

19” Wall-mount fast assembly WFFA series cabinets

Packaging:

No. Element

1        Top cover

2        Bottom cover 

3        Frame

4        Front glass door

5        Rear cover

6        Side door with lock

7        Top cable entry panel

Standards:
• Compliance with standards: ANSI/EIA RS-310-D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High-grade cold-rolled steel, powder-coated.

Thickness:
• Mounting profile – 1,5mm, others: 1,2mm.

Surface finish:
• Acid pickling, degrease, rust prevention, and parkerizing.
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Packaging:

No. Element

1        Top cover

2        Bottom cover 

3        Frame

4        Front glass door

5        Rear cover

6        Side door with lock

7        Top cable entry panel

Standards:
• Compliance with standards: ANSI/EIA RS-310-D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High-grade cold-rolled steel, powder-coated.

Thickness:
• Mounting profile – 1,5mm, others: 1,2mm.

Surface finish:
• Acid pickling, degrease, rust prevention, and parkerizing.

19” Single-section wall-mount cabinets

Product description:
• Single-section wall-mount cabinet,
• For self-assembly in 1 flat-packs, which facilitates product transport,
• Side door made of tempered glass with a maximum turning angle up to 180,
• Removable side-panels with side-locks,
• Cable entry panel on both top and bottom cover,
• IP20 degree of protection,
• Loading capacity up to 60 kg,
• Ability to connect 2 x 230V fans,
• Available colors: Black RAL9004 and grey RAL7035,
• Available height: From 4 up to 27U.

Door assembly possible on the left 
or right side.

Side locks included on both sides 
of the cabinet.

Rail mounts with „U” numbered height 
facilitate equipment assembly at the 

right height.

Possibility to connect rack cabinets 
to the ground.

19” Single-section wall-mount cabinets
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Door assembly possible on the left 
or right side.

Side locks included on both sides 
of the cabinet.

Rail mounts with „U” numbered height 
facilitate equipment assembly at the 

right height.

Possibility to connect rack cabinets 
to the ground.

19” Double-section wall-mount cabinets

Product description:
• Double-section wall-mount cabinet,
• For self-assembly in 1 flat-pack, which facilitates transport,
• Rear section allows easy access from the rear of the cabinet,
• Side-door made of tempered glass with maximum turning angle up to 180,
• Removable side-panels with side-locks,
• Cable entry panel on both of top and bottom cover,
• IP20 degree of protection,
• Loading capacity up to 60kg,
• Ability to connect 2 x 230V fans,
• Available colors: black RAL9004 and grey RAL7035,
• Available height: From 6 up to 12U.

No.   Element

1        Top cover

2        Bottom cover 

3        Frame

4        Front glass door

5        Rear cover

6        Side door with lock

7        Top cable entry panel

8        Angle bar

Standards:
• Compliance with standards:  ANSI/EIA RS-310-D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High grade cold rolled steel, powder coated.

Thickness:
• Mounting profile – 1,5mm, others: 1,2mm.

Surface finish:
• Acid pickling, degrease, rust prevention and parkerizing.

Packaging:

19” Double-section wall-mount cabinets
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19” Free-standing cabinets FF01 series

Product description:
• Free-standing cabinet,
• For self-assembly in 3 or 4 flat packs, which facilitate transport,
• Side-door made of tempered glass with assembly option on the left or right side,
• Removable side-panels,
• Rear door made of solid steel,
• Each door/panel has a lock,
• Fully adjustable depth of the vertical mounting rails,
• Several lockable cable entry panels on top and bottom with blank panels,
• IP20 degree of protection,
• Loading capacity up to 800 kg,
• Fan tray with 2 fans [cabinets with 600mm depth] or 4 fans [cabinets with 

800/1000/1200mm depth],
• Available color: black RAL9004,
• Available height: From 27 up to 47U.

Door assembly possible on the left 
or right side.

Side locks included on both sides 
of the cabinet.

Fan tray with 2 fans [cabinets with 
600mm depth] or 4 fans [cabinets 

with 800/1000mm depth].

4 castors with brakes 
and adjustable legs.

Standards:
• Compliance with standards:  ANSI/EIA RS-310D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High grade cold rolled steel, powder coated.

Thickness:
• Mounting profile – 1,5mm, others: 1,2mm – 1,5mm.

Surface finish:
• Acid pickling, degrease, rust prevention and parkerizing.

No.   Element

1        Top cover  

2        Bottom cover

3        Frame

4        Front glass door

5        Side door with lock 

6        Rear door with lock

7        Connect bar

8        Rail

9        Top cable entry panel

10     Bottom entry panel

11     Castor with brake and leg

19” Free-standing cabinets FF01 series

Packaging:
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Packaging:

19” Free-standing cabinets FF02 series

Product description:
• Free-standing cabinet; new design,
• For self-assembly, in 3 or 4 flat-packs, which facilitate transport,
• Front door (tempered glass + metal/mesh) with an option to be mounted on the left or right side,
• Removable side-panels,
• Each door/panel has a lock,
• Fully adjustable depth of the vertical mounting rails,
• Lockable top and bottom cable entry panels with blank panels,
• IP20 degree of protection,
• Loading capacity up to 800kg,
• Fan tray with 2 fans [cabinets with 600mm depth] or 4 fans [cabinets with 800/1000mm depth],
• Included accessories for fixing the mounting rails,
• Available color: black RAL9004,
• Available height: From 27 up to 42U.

LCD panel with thermostat 
and adjustable fans.

Side-locks included on both sides 
of cabinet.

The choice between mesh 
and glass/metal doors.

4 castors with brakes 
and adjustable legs.

No. Element

1        Top cover   

2        Bottom cover

3        Frame

4        Front mesh or glass door

5        Side doors with lock

6        Rear mesh or steel door with lock

7        Horizontal mounting rail

8        Vertical mounting rail

9        Top blank panel

10     Bottom blank panel

11     Castor with brake and leg

Standards:
• Compliance with standards:  ANSI/EIA RS-310D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High grade cold rolled steel, powder coated.

Thickness:
• Mounting profile – 2,0mm, others: 1,2mm – 1,5mm.

Surface finish:
• Acid pickling, degrease, rust prevention and parkerizing.

19” Free-standing cabinets FF02 series
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Open Rack 
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19” Open Rack 

Product description:
• 19” Open Rack cabinet,
• For self-assembly, in 1 flat-pack, which facilitates transport,
• Included accessories for fixing mounting rails,
• Castors with brakes for added mobility,
• Loading capacity up to 600 kg,
• Fully adjustable depth of the vertical mounting rails,
• Available color: black RAL9004,
• Available height: from 22 up to 42U.

Fully-adjustable depth of the 
cabinet.

4 castors with brakes.

No.  Element 

1       Leg

2       Vertical frame

3       Horizontal bar

4       Adjustable horizontal sliding bars

5       Vertical mounting rail 

6       Castor with brake

  

Standards:
• Compliance with standards:  ANSI/EIA RS-310D, IEC297-2, DIN41494; PART1 & PART7, ETSI.

Material:
• High grade cold rolled steel, powder coated.

Thickness:
• Mounting profile: 1,5 mm, others 1,5mm.

Surface finish:
• Acid pickling, degrease, rust prevention and parkerizing.

Packaging:

19” Open Rack 
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19” Wall-mount folding fames

FB01-C-10B
• Top and bottom cover for 19” wall-mount 

folding frames,
• Compatible with models: FB01-5404-10B 

and FB01-5408-10B.

FB01-5404-10B
• 19” Wall-mount folding frame, 
• Made entirely of steel,
• Application: for mounting patch panels and 

other 19” Rack devices,
• 4U height,
• Dimensions: 497mm x 213 x 400/240mm.

FB01-5408-10B
• 19” Wall-mount folding frame, 
• Made entirely of steel,
• Application: for mounting patch panels and other 

19” Rack devices,
• 8U height,
• Dimensions: 497mm x 363 x 400/240mm.

Accessories – Rail kit

SC01-RS18
• Set of sliding rails for server chassis models: 

SC01-4504-08B, SC01-4504-10B,
• Compatible with server cabinets with length 

of 450-600mm and vertical “L-shaped” rails,
• Loading capacity: 40kg,
• Maximum sliding extension of the sliding 

element: ca. 450mm,
• Maximum extension of the rail side covers 

on each side: 75mm.
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Accessories – 19” PDUs

PDU-07E-0200-BK / PDU-07E-0200-IEC-BK  
• 19” PDU 1U; 16A; 220-250V,
• 7 French sockets (type E),
• Uni-Schuko (type E/F) or IEC (C14) 

input cable plug,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.

PDU-07F-0200-BK / PDU-07F-0200-IEC-BK     
• 19” PDU 1U; 16A; 220-250V,
• 7 Schuko sockets (type F),
• Uni-Schuko (type E/F) or IEC (C14) 

input cable plug,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.

Accessories – 19” PDUs

PDU-10I-0200-IEC-BK   
• 19” PDU 1U; 16A; 22—250V,
• 10 IEC (C13) sockets,
• IEC (C14) input cable connector,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.

PDU-04E04I-0200-BK / PDU-04E04I-0200-IEC-BK  
• 19” PDU 1U; 16A; 220-250V,
• 4 French (type E) and 4 IEC (C13) sockets,
• Uni-Schuko (type E/F) or IEC (C14) 

input cable plug,
• 16A Surge protection,
• 2m VDE cable; 1,5mm2.
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PDU-09E-0300-BK / PDU-09F-0300-BK   
• 19” PDU 1U; 16A; 220-250V,
• 9 French (type E) or Schuko (type F) sockets,
• Uni-Schuko (type E/F) input cable plug,
• 16A surge protection,
• 3m VDE cable; 1,5mm2.

PDU-02I1906I-0200-C20-BK      
• 19” PDU 1U; 16A; 220-250V,
• 2 IEC (C19) and 6 IEC (C13) sockets,
• IEC (C20) input cable plug,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.

Accessories – 19” PDUsAccessories – 19” PDUs

PDU-08I-0200-C20-BK   
• 19” PDU 1U; 16A; 220-250V,
• 8 IEC (C13) sockets,
• IEC (C20) input cable plug,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.

PDU-02I1908I-0200-C20-BK   
• 19” PDU 1U; 16A; 220-250V,
• 2 IEC (C19) and 8 IEC (C13) sockets,
• IEC (C20) input cable plug,
• 16A surge protection,
• 2m VDE cable; 1,5mm2.
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Accessories – 19” plinths Accessories – 19” plinths, rackmount fan panels

CK01-66-B 
• Plinth, with 2 cable bushings, compatible to 
be mounted on the bottom of 19” free-standing 
600x600 cabinets.

CK01-68-B 
• Plinth, with 2 cable bushings, compatible to 
be mounted on the bottom of 19” free-standing
600x800 cabinets.

CK01-88-B 
• Plinth, with 2 cable bushings, compatible to 
be mounted on the bottom of 19” free-standing
800x800 cabinets.

CK01-80-B 
• Plinth, with 2 cable bushings, compatible to 
be mounted on the bottom of 19” free-standing
800x1000 cabinets.

AK-1501-B 
• 230V rackmount fan compatible with 19”
wall-mount cabinets.

AK-1504-B 
• Top panel with 2 x 230V fans compatible 
with 19” wall-mount cabinets.  
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FOP1-24SS-LDB / FOP1-24SS-LDS 
• 24XSC SIMPLEX / 24XLC DUPLEX Optical 
Switch / 24XLC DUPLEX 19” 1U rack with 
mounting accessories

FOP1-12SD-LQB 
• 12XSC DUPLEX / 12XLC QUAD Fiber Optic 
Switch / 12XLC QUAD Rack 19” 1U with mounting 
accessories mounting accessories

Accessories - fiber optic switch boxes 19”

FOP1-12SS-LDB / FOP1-12SS-LDS 
• 12XSC SIMPLEX / 12XLC DUPLEX Optical 
Switch / 12XLC DUPLEX 19” 1U rack with 
mounting accessories mounting accessories

Accessories – 19” rackmount fan panels

AK-1503-B 
• 1U horizontal panel with LCD with 4 x 230V 
fans and thermostat compatible with 19” 
wall-mount / free-standing cabinets.

AK-1502-B
• 1U horizontal panel with LCD with 2 x 230V 
fans and thermostat compatible with 19” 
wall-mount / free-standing cabinets.

AK-1504-S 
• Top panel with 2 x 230V fans compatible  
with 19” wall-mount cabinets.  
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FOP1-24ST-FCB 
• - 24XST / 24XFC Fiber Optic Switch
D-HOLE 1U 19” rack with mounting accessories

FOP1-24SD-LQB / FOP1-24SD-LQS
• 24XSC DUPLEX Optical Switch
/ 24XLC QUAD 19” 1U rack with mounting 
accessories

Accessories - fiber optic switch boxes 19” Accessories – 19” shelves

AK-1002-B  
• 1U fixed shelf for black 19” free-standing 
cabinets with a depth of 600 mm.

AK-1001-B / AK-1001-S  
• 1U fixed shelf for black / grey 19” wall-mount 
cabinets with a depth of 450 / 600 mm.

AK-1003-B  
• 1U fixed shelf for black 19” free-standing 
cabinets with a depth of 800 mm.

38 39|    www.lanberg.pl/en  www.lanberg.pl/en    |



AK-1004-B  / AK-1004-S 
• 1U fixed shelf for black / grey 19” wall-mount 
and free-standing cabinets with a depth of 
600 mm.

AK-1009-B  
• 1U fixed shelf for black 19” free-standing 
cabinets with a depth of 1000 mm.

AK-1005-B  
• 1U fixed shelf for black 19” free-standing 
cabinets with a depth of 800 mm.

AK-1006-B  
• 1U sliding shelf for black 19” free-standing 
cabinets with a depth of 600 mm.

AK-1007-B  
• 1U sliding shelf 1U for black 19” free-standing 
cabinets with a depth of 800 mm.

AK-1008-B / AK-1008-S 
• 1U universal shelf for 19” wall-mount and 
free-standing cabinets with a depth of 450 / 
600 / 800 / 1000 mm.

Accessories – 19” shelvesAccessories – 19” shelves
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AK-1010-B  
• 1U fixed shelf for 19” free-standing cabinets 
with a depth of 1000 mm.

AK-1013-B 
• 1U fixed shelf for 19” free-standing cabinets 
with a depth of 1200 mm.

AK-1011-B 
• 1U sliding shelf for 19” free-standing 
cabinets with a depth of 1000 mm.

Accessories – 19” shelves

PM-PP01-B 
• Shelf for terminating patch panels with 
mounting brackets and nuts for 19” Rack 
cabinets,
• Lined with soft rubber to protect the front 
of the patch-panel while terminating.

Accessories – 19” shelf for terminating patch panels, others

AK-1302-S / AK-1303-S 
• Set of cage nuts [cage, washer, screw] (set 
of 20 or 50 pcs.) for 19” cabinets.

AK-1601-B 
• Set of 4 castors with thread and brake for 19” 
wall-mount cabinets,
• Loading capacity up to 50kg, per wheel.
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Accessories – 19” brush panels

AK-1402-B 
• 2U blank panel for 19” cabinets.

AK-1401-B / AK-1401-S
• 1U blank panel for 19” cabinets.

AK-1101-B / AK-1101-S  
• 1U brush panel for 19” cabinets.

Accessories – 19” brush panels, blank panels

AK-1103-B / AK-1103-S 
• 1U brush panel for 19” cabinets.

AK-1105-B 
• 1U brush panel for 19” cabinets.

AK-1102-B / AK-1102-S 
• Top and bottom cable entry brush panel for 19” 
wall-mount cabinets.
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Accessories – 19” blank panels

AKP-1402-B / AKP-1402-S 
• 2U tool-less, fireproof blank panel for 19” 
cabinets.

AKP-1401-B / AKP-1401-S 
• 1U tool-less, fireproof blank panel for 19” 
cabinets.

Accessories – 19” cable organizers

AK-1404-B  
• 3U blank panel for 19” cabinets.

AK-1203-B / AK-1203-S 
• 1U B-type cable organizer with brush panel 
for 19” cabinets.

AK-1202-B / AK-1202-S 
• 1U B-type cable organizer for 19” cabinets.

AK-1201-B / AK-1201-S 
• 1U A-type cable management panel for 19” 
cabinets.
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AK-1205-B / AK-1205-S 
• 1U B-type cable organizer for 19” cabinets.

AK-1206-B / AK-1206-S 
• 2U B-type cable organizer for 19” cabinets.

AK-1204-B / AK-1204-S 
• 2U B-type cable organizer with brush panel 
for 19” cabinets.

2 PCS. SET OF CABLE ORGANIZERS FOR 
19” FF01 / FF02 SERIES CABINETS.

Accessories – 19” cable organizersAccessories – 19” cable organizers

Black cable organizers Height Width

AK-1208-B 32U 800mm

AK-1209-B 37U 800mm

AK-1210-B 42U 800mm

AK-1211-B 47U 800mm
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19” Wall-mount fast assembly WFFA series cabinets

19“ Single-section wall-mount cabinets WF01 series

Black cabinets Grey cabinets Description Height Depth / Width / Height Flat-packs no.

WFFA-5404-10B WFFA-5404-10S 19” Wall-mount cabinet 570x450mm 4U 450mm / 570mm / 277mm 1

WFFA-5604-10B WFFA-5604-10S 19” Wall-mount cabinet 570x600mm 4U 600mm / 570mm / 277mm 1

WFFA-5406-10B WFFA-5406-10S 19” Wall-mount cabinet 570x450mm 6U 450mm / 570mm / 370mm 1

WFFA-5606-10B WFFA-5606-10S 19” Wall-mount cabinet 570x600mm 6U 600mm / 570mm / 370mm 1

WFFA-5409-10B WFFA-5409-10S 19” Wall-mount cabinet 570x450mm 9U 450mm / 570mm / 500mm 1

WFFA-5609-10B WFFA-5609-10S 19” Wall-mount cabinet 570x600mm 9U 600mm / 570mm / 500mm 1

WFFA-5412-10B WFFA-5412-10S 19” Wall-mount cabinet 570x450mm 12U 450mm / 570mm / 635mm 1

WFFA-5612-10B WFFA-5612-10S 19” Wall-mount cabinet 570x600mm 12U 600mm / 570mm / 635mm 1

WFFA-5415-10B WFFA-5415-10S 19” Wall-mount cabinet 570x450mm 15U 450mm / 570mm / 770mm 1

WFFA-5615-10B WFFA-5615-10S 19” Wall-mount cabinet 570x600mm 15U 600mm / 570mm / 770mm 1

WFFA-5418-10B WFFA-5418-10S 19” Wall-mount cabinet 570x450mm 18U 450mm / 570mm / 903mm 1

WFFA-5618-10B WFFA-5618-10S 19” Wall-mount cabinet 570x600mm 18U 600mm / 570mm / 903mm 1

WFFA-5422-10B WFFA-5422-10S 19” Wall-mount cabinet 570x450mm 22U 450mm / 570mm / 1037mm 1

WFFA-5622-10B WFFA-5622-10S 19” Wall-mount cabinet 570x600mm 22U 600mm / 570mm / 1037mm 1

WFFA-5427-10B WFFA-5427-10S 19” Wall-mount cabinet 570x450mm 27U 450mm / 570mm / 1171mm 1

WFFA-5627-10B WFFA-5627-10S 19” Wall-mount cabinet 570x600mm 27U 600mm / 570mm / 1171mm 1

Cat. number Front doors Description Height Depth  /  Width  /  Height Flat-packs no.

WF01-6406-00B Metal 19” Wall-mount cabinet 600x450 6U 450mm / 600mm / 379mm 1

WF01-6406-00S Metal 19” Wall-mount cabinet 600x450 6U 450mm / 600mm / 379mm 1

WF01-6606-00B Metal 19” Wall-mount cabinet 600x600 6U 600mm / 600mm / 379mm 1

WF01-6606-00S Metal 19” Wall-mount cabinet 600x600 6U 600mm / 600mm / 379mm 1

WF01-6409-00B Metal 19” Wall-mount cabinet 600x450 9U 450mm / 600mm / 512mm 1

WF01-6409-00S Metal 19” Wall-mount cabinet 600x450 9U 450mm / 600mm / 512mm 1

WF01-6609-00B Metal 19” Wall-mount cabinet 600x600 9U 600mm / 600mm / 512mm 1

WF01-6609-00S Metal 19” Wall-mount cabinet 600x600 9U 600mm / 600mm / 512mm 1

WF01-6412-00B Metal 19” Wall-mount cabinet 600x450 12U 450mm / 600mm / 646mm 1

WF01-6412-00S Metal 19” Wall-mount cabinet 600x450 12U 450mm / 600mm / 646mm 1

WF01-6612-00B Metal 19” Wall-mount cabinet 600x600 12U 600mm / 600mm / 646mm 1

WF01-6612-00S Metal 19” Wall-mount cabinet 600x600 12U 600mm / 600mm / 646mm 1

19“ Double-section wall-mount cabinets WF02 series

Black cabinets Grey cabinets Description Height Depth / Width / Height Flat-packs no.

WF02-6606-10B WF02-6606-10S 19“ Double-section wall-mount cabinet 600x600mm 6U 600mm / 600mm / 368mm 1

WF02-6609-10B WF02-6609-10S 19“ Double-section wall-mount cabinet 600x600mm 9U 600mm / 600mm / 501mm 1

WF02-6612-10B WF02-6612-10S 19“ Double-section wall-mount cabinet 600x600mm 12U 600mm / 600mm / 635 mm 1

Technical specification Technical specification
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19” Free-standing cabinets series FF02

Black cabinets Front/rear doors Description Height LCD Panel Depth / Width / Height Flat-packs no.

FF02-6627M-12B Glass/metal 19” Free-standing cabinet 600x600 27U No 600mm / 600mm / 1463mm 3

FF02-6627M-23B Mesh/mesh 19” Free-standing cabinet 600x600 27U No 600mm / 600mm / 1463mm 3

FF02-6627L-12B Glass/metal 19” Free-standing cabinet 600x600 27U Yes 600mm / 600mm / 1463mm 3

FF02-6627L-23B Mesh/mesh 19” Free-standing cabinet 600x600 27U Yes 600mm / 600mm / 1463mm 3

FF02-8042M-12B Glass/metal 19” Free-standing cabinet 800x1000 42U No 1000mm / 800mm / 2129mm 4

FF02-6827M-12B Glass/metal 19” Free-standing cabinet 600x800 27U No 800mm / 600mm / 1463mm 3

FF02-6827M-23B Mesh/mesh 19” Free-standing cabinet 600x800 27U No 800mm / 600mm / 1463mm 3

FF02-6827L-12B Glass/metal 19” Free-standing cabinet 600x800 27U Yes 800mm / 600mm / 1463mm 3

FF02-6827L-23B Mesh/mesh 19” Free-standing cabinet 600x800 27U Yes 800mm / 600mm / 1463mm 3

FF02-6637M-12B Glass/metal 19” Free-standing cabinet 600x600 37U No 600mm / 600mm / 1907mm 3

FF02-6637M-23B Mesh/mesh 19” Free-standing cabinet 600x600 37U No 600mm / 600mm / 1907mm 3

19” Free-standing cabinets series FF01

Cat. number Front/rear doors Description Height Height Depth / Width / Height Flat-packs no.

FF01-6827-12B Glass/metal 19” Free-standing cabinet 600x800 27U No 800mm / 600mm / 1381mm 3

FF01-8847-12B Glass/metal 19” Free-standing cabinet 800x800 47U No 800mm / 800mm / 2270mm 4

FF01-6042-12B Glass/metal 19” Free-standing cabinet 600x1000 42U No 1000mm / 600mm / 2048mm 3

FF01-6615-12B Glass/metal 19” Free-standing cabinet 600x600 15U No 600mm / 600mm / 848mm 3

FF01-6822-12B Glass/metal 19” Free-standing cabinet 600x800 22U No 800mm / 600mm / 1159mm 3

FF01-6815-12B Glass/metal 19” Free-standing cabinet 600x800 15U No 800mm / 600mm / 848mm 3

FF01-6622-12B Glass/metal 19” Free-standing cabinet 600x600 22U No 600mm / 600mm / 1159mm 3

FF01-8242-12B Glass/metal 19” Free-standing cabinet 800x1200 42U No 1200mm / 800mm / 2048mm 4

FF01-8842-23B Mesh/mesh 19” Free-standing cabinet 800x800 42U No 800mm / 800mm / 2048mm 4

FF01-6842-23B Mesh/mesh 19” Free-standing cabinet 600x800 42U No 800mm / 600mm / 2048mm 3

FF01-8042-23B Mesh/mesh 19” Free-standing cabinet 800x1000 42U No 860mm / 800mm / 2048mm 4

FF01-6615-12BL Glass/metal 19” Free-standing cabinet 600x600 15U Yes 600mm / 600mm / 898mm 3

FF01-6815-12BL Glass/metal 19” Free-standing cabinet 600x800 15U Yes 800mm / 600mm / 898mm 3

FF01-6627-12BL Glass/metal 19” Free-standing cabinet 600x600 27U Yes 600mm / 600mm / 1431mm 3

FF01-6827-12BL Glass/metal 19” Free-standing cabinet 600x800 27U Yes 800mm / 600mm / 1431mm 3

FF01-6827-23BL Mesh/mesh 19” Free-standing cabinet 600x800 27U Yes 800mm / 600mm / 1431mm 3

FF01-6837-12BL Glass/metal 19” Free-standing cabinet 600x800 37U Yes 800mm / 600mm / 1876mm 3

FF01-6837-23BL Mesh/mesh 19” Free-standing cabinet 600x800 37U Yes 800mm / 600mm / 1876mm 3

FF01-6642-12BL Glass/metal 19” Free-standing cabinet 600x600 42U Yes 600mm / 600mm / 2098mm 3

FF01-6842-12BL Glass/metal 19” Free-standing cabinet 600x800 42U Yes 800mm / 600mm / 2098mm 3

FF01-6842-23BL Mesh/mesh 19” Free-standing cabinet 600x800 42U Yes 800mm / 600mm / 2098mm 3

FF01-6042-12BL Glass/metal 19” Free-standing cabinet 600x1000 42U Yes 1000mm / 600mm / 2098mm 3

FF01-8042-12BL Glass/metal 19” Free-standing cabinet 800x1000 42U Yes 1000mm / 800mm / 2098mm 4

FF01-8042-23BL Mesh/mesh 19” Free-standing cabinet 800x1000 42U Yes 860mm / 800mm / 2098mm 4

FF01-8842-12BL Glass/metal 19” Free-standing cabinet 800x800 42U Yes 800mm / 800mm / 2098mm 4

FF01-8242-12BL Glass/metal 19” Free-standing cabinet 800x1200 42U Yes 1200mm / 800mm / 2098mm 4

FF01-8047-12BL Glass/metal 19” Free-standing cabinet 800x1000 47U Yes 1000mm / 800mm / 2320mm 4

Technical specification Technical specification
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Open Racks

Black cabinets Description Height Depth / Width / Height Flat-packs no.

OR01-6822-B Open Rack 19” 600x800mm 22U 800mm / 800mm / 1057mm 1

OR01-6827-B Open Rack 19” 600x800mm 27U 800mm / 800mm / 1130mm 1

OR01-6832-B Open Rack 19” 600x800mm 32U 800mm / 800mm / 1602mm 1

OR01-6842-B Open Rack 19” 600x800mm 42U 800mm / 800mm / 2046mm 1

FF02-6637L-12B Glass/metal 19” Free-standing cabinet 600x600 37U Yes 600mm / 600mm / 1907mm 3

FF02-6637L-23B Mesh/mesh 19” Free-standing cabinet 600x600 37U Yes 600mm / 600mm / 1907mm 3

FF02-6837M-12B Glass/metal 19” Free-standing cabinet 600x800 37U No 800mm / 600mm / 1907mm 3

FF02-6837M-23B Mesh/mesh 19” Free-standing cabinet 600x800 37U No 800mm / 600mm / 1907mm 3

FF02-6837L-12B Glass/metal 19” Free-standing cabinet 600x800 37U Yes 800mm / 600mm / 1907mm 3

FF02-6837L-23B Mesh/mesh 19” Free-standing cabinet 600x800 37U Yes 800mm / 600mm / 1907mm 3

FF02-6642L-12B Glass/metal 19” Free-standing cabinet 600x600 42U Yes 600mm / 600mm / 2129mm 3

FF02-6642L-23B Mesh/mesh 19” Free-standing cabinet 600x600 42U Yes 600mm / 600mm / 2129mm 3

FF02-6842L-12B Glass/metal 19” Free-standing cabinet 600x800 42U Yes 800mm / 600mm / 2129mm 3

FF02-6842L-23B Mesh/mesh 19” Free-standing cabinet 600x800 42U Yes 800mm / 600mm / 2129mm 3

FF02-8042M-23B Mesh/mesh 19” Free-standing cabinet 800x1000 42U No 1000mm / 800mm / 2129mm 4

FF02-8042L-12B Glass/metal 19” Free-standing cabinet 800x1000 42U Yes 1000mm / 800mm / 2129mm 4

FF02-8042L-23B Mesh/mesh 19” Free-standing cabinet 800x1000 42U Yes 1000mm / 800mm / 2129mm 4

FF02-8027L-23B Mesh/mesh 19” Free-standing cabinet 800x1000 27U Yes 1000mm / 800mm / 1463mm 4

FF02-8027L-12B Glass/metal 19” Free-standing cabinet 800x1000 27U Yes 1000mm / 800mm / 1463mm 4

FF02-8037M-23B Mesh/mesh 19” Free-standing cabinet 800x1000 37U No 1000mm / 800mm / 1907mm 4

FF02-8037M-12B Glass/metal 19” Free-standing cabinet 800x1000 37U No 1000mm / 800mm / 1907mm 4

FF02-8037L-23B Mesh/mesh 19” Free-standing cabinet 800x1000 37U Yes 1000mm / 800mm / 1907mm 4

FF02-8037L-12B Glass/metal 19” Free-standing cabinet 800x1000 37U Yes 1000mm / 800mm / 1907mm 4

Technical specification Technical specification
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Server chassis and 
related accessories



Server chassis

SC01-4504-08B

SC01-4504-10B

SC01-3504-10B 

Product description:
• Compatible with a wide range of motherboard standards: ATX, Micro-ATX, Mini-ATX,
• Made of highly-durable SPCC steel,
• Conveniently located USB and 3.5mm mini-jack ports, on the front panel, for easy  

of external devices,
• LEDs on the front panel enable easy monitoring of motherboard’s basic status,
• Capacious design allows the connection of up to 6 x 3.5“ devices (e.g., extension cards),
• Replaceable dust filter,
• Option to install three additional fans (SC01-4504-08B and SC01 -5504-08B),
• Color: Black RAL9004,
• Available depth: From 450 up to 550mm.

Server chassis

Manufacturer code Description Compatible mother-board standard Height Depth Metal sheet thickness 3,5" bay no. 5,25" bay no.

SC01-4504-10B 19” server chassis ATX, Micro-ATX, Mini-ATX 4U 350 mm 1,0 mm 7 2

SC01-4504-08B 19” server chassis ATX, Micro-ATX, Mini-ATX 4U 450 mm 1,0 mm 7 2

SC01-5504-08B 19” server chassis ATX, Micro-ATX, Mini-ATX 4U 450 mm 0.8 mm 7 3

Built-in fans ensure adequate 
ventilation.

Multiple LEDs display the basic 
status of the motherboard.

Conveniently placed USB 2,0 and 
/ or 3.5mm mini jack.
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PCI extension cards PCI Express extension cards

PCI-US2-005    
• PCI card > USB 2.0 x5.

PCE-DB9-004     
• PCI Express extension card > COM 9 PIN x4.

PCI-LPT-001 
• PCI extension card > LPT (DB25) x1.

PCE-LPT-001 
• PCI Express extension card > LPT (DB25) x1.

60 61|    www.lanberg.pl/en  www.lanberg.pl/en    |



PCI Express extension cards

PCE-1GB-101 
• PCI Express network extension card > 1GB RJ-45 x 1,

PCE-US3-002 
• PCI Express extension card > USB 3.1 x2.

PCE-US3-004 
• PCI Express extension card > USB 3.1 x4.

PCI Express network extension card
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Patch cords, CU & 
CCA LAN cables



Patch cords – Fluke Pass

Category 5e
UTP - unshielded

 F/UTP - shielded

Available colors: 

Product description:
• Cat. 5e UTP / F/UTP patch cord,
• Length: 0.25/0.5/1/2/3/5/10/15/20/30/50m,
• AWG: 26 (8.0*7.0*0.16mm),
• Conductor: stranded wire 7.0*0.16mm cords,
• Printed length counter at every meter of cable,
• External PVC insulation 4.8mm / 5.4mm.
• HDPE conductor insulation: 0.80mm / 0.88mm,
• Operation up to 100Mhz,
• Compatibility with standards: ANSI/TIA/ 

EIA-568B,
• Fluke test PASS.

Black 

RAL 9004

Grey 

RAL 7035

White

RAL 9010

Blue

RAL 5012

Yellow 

RAL 1016

Orange 

RAL 1028 

Green  

RAL 6024

Red

RAL 3017

 PVC jacket

 PVC jacket

Aluminum foil shielded layer

Polyester layer

HDPE insulation

HDPE insulation

Ground wire

Stranded conductor

Stranded conductor

Patch cords – Fluke Pass

Category 6
UTP - unshielded

 F/UTP - shielded

Product description:
• Cat. 6 UTP / F/UTP patch cord,
• Length: 0.25/0.5/1/2/3/5/10/15/20/30m,
• AWG: 26 (8.0*7.0*0.16mm),
• Conductor: stranded wire 7.0*0.16mm cords, 
• Printed length counter at every meter of cable,
• External PVC insulation: 5.4mm,
• HDPE conductor insulation: 0.80mm / 0.88mm,
• Operation up to 250Mhz,
• Compatibility with standards: ANSI/TIA/ 

EIA-568B,
• Fluke test PASS.

 PVC jacket

 PVC jacket

Aluminum foil shielded layer

Polyester layer

HDPE insulation

HDPE insulation

Ground wire

Stranded conductor

Stranded conductor

PE cross

PE cross
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Category 5e flat

Available colors: 

Product description:
• Cat. 5e UTP flat patch cord,
• Length: 0.25/0.5/1/2/3/5/10/15/20,
• AWG: 26 (8.0*7.0*0.10mm),
• Conductor: stranded wire 7.0*0.10mm,
• External PVC insulation: 4.8mm,
• HDPE conductor insulation: 0.56mm,
• Operation up to 100Mhz,
• Compatibility with standards: ANSI/TIA/ 

EIA-568B,
• Fluke test PASS.

 PVC jacket

HDPE insulation

Stranded conductor

Patch cords – Fluke PassPatch cords – Fluke Pass

Category 6A

Product description:
• Cat. 6A S/FTP patch cord,
• Length: /0.5/1/2/3/5/10/15/20m,
• AWG: 26 (8.0*7.0*0.16mm),
• Conductor: stranded wire 7.0*0.16mm,
• HDPE conductor insulation: 0.98mm,
• External LSZH insulation: 6.0mm.
• Aluminum braiding on each wire pair,
• Operation up to 500Mhz,
• Compatibility with standards: ANSI/TIA/ 

EIA-568B,
• Fluke test PASS.

S/FTP - double shieldedUTP – unshielded
 PVC jacket

Aluminum foil shielded layer

Aluminum foil shielded layer

Polyester layer

HDPE insulation

Ground wire

PE cross

Stranded 
conductor

Black 

RAL 9004

Grey 

RAL 7035

White

RAL 9010

Blue

RAL 5012

Yellow 

RAL 1016

Orange 

RAL 1028 

Green  

RAL 6024

Red

RAL 3017
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INDOOR CU LAN cables – Fluke Pass + CPR

Category 5e

Product description:
• Cat. 5e UTP, F/UTP, SF/UTP LAN cable,
• Length: 305m,
• Cable conductors made of pure copper (100% CU),
• AWG: 24 (4.0*2.0*0.45mm) / (4.0*2.0*0.51mm) 

/ (4.0*2.0*0.51mm),
• Conductor: solid wire,
• Color: grey RAL 7035,
• Printed length counter at every meter of cable,
• PVC external insulation: 4.7mm / 6.00mm / 6.5mm,
• HDPE conductor insulation: 0.88mm / 1.03mm / 

1.03mm,
• Operation up to 100Mhz,
•  Fluke Test PASS.

UTP - CU - solid

F/UTP - CU - solid

SF/UTP - CU - solid

 PVC jacket

 PVC jacket

 PVC jacket

Aluminum braid shielded layer

Polyester layer

Polyester layer

Aluminum foil shielded layer

Aluminum foil shielded layer

Rip cord

Rip cord

Rip cord

HDPE insulation

HDPE insulation

HDPE insulation

Ground wire

Ground wire

Solid conductor

Solid conductor

Solid conductor

INDOOR CU LAN cables – Fluke Pass + CPR

Category 6

Product description:
• Cat. 6 UTP, F/UTP, SF/UTP LAN cable,
• Length: 305m,
• Cable conductors made of pure copper (100% CU),
• AWG: 23 (4.0*2.0*0.55mm) / (4.0*2.0*0.57mm) / 

(4.0*2.0*0.57mm),
• Conductor: solid wire,
• Color: grey RAL 7035,
• Printed length counter at every meter of cable,
• PVC external insulation: 6.0mm / 7.3mm / 7.2mm,
• HDPE conductor insulation: 0.98mm / 1.17mm / 

1.17mm,
• Operation up to 250Mhz,
• Fluke Test PASS.

UTP - CU - solid

F/UTP - CU - solid

SF/UTP - CU - solid

 PVC jacket

 PVC jacket

 PVC jacket

Aluminum braid shielded layer

Polyester layer

Polyester layer

Aluminum foil shielded layer

Aluminum foil shielded layer

Rip cord

Rip cord

Rip cord

HDPE insulation

HDPE insulation

HDPE insulation

Ground wire

Ground wire

Solid conductor

Solid conductor

Solid 
conductor

PE cross

PE cross

PE cross
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INDOOR CU LAN cables – Fluke Pass + CPR

Category 6a Category 7

Product description:
• Cat. 6A U/FTP LAN cable,
• Length: 305m,
• Cable conductors made of pure 

copper (100% CU),
• AWG: 23 (4.0*2.0*0.55mm),
•  Conductor: solid wire,
•  Color: grey RAL 7035,
•  Printed length counter at every meter 

of cable,
•  PVC external insulation: 7.6mm,
•  HDPE conductor insulation: 1.32mm,
•  Operation up to 500Mhz,
•  Fluke Test PASS.

INDOOR CU LAN cables – Fluke Pass + CPR

U/FTP - CU – solid S/FTP - CU – solid

 PVC jacket

Rip cord

HDPE insulation

Solid conductor

Aluminum foil shielded layer

PE cross

 PVC jacket

Aluminum braid shielded layer

Polyester layer

Aluminum foil shielded layer

Rip cord

HDPE insulation

Ground wire

Solid conductor

PE cross

Product description:
• Cat. 7 /FTP LAN cable,
• Length: 305m,
• Cable conductors made of pure 

copper (100% CU),
• AWG: 23 (4.0*2.0*0.58mm),
• Conductor: solid wire,
• Color: grey RAL 7035,
• Printed length counter at every meter 

of cable,
• PVC external insulation: 7.8mm,
• HDPE conductor insulation: 1.38mm,
• Operation up to 600Mhz,
• Fluke Test PASS.
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OUTDOOR CU LAN cables – Fluke Pass

Category 5e – without gel Category 6 – without gel

Product description:
• Cat. 5e UTP, F/UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of pure copper 

(100% CU),
•  AWG: 24 (4.0*2.0*0.50mm) / (4.0*2.0*0.51mm),
•  Conductor: solid wire,
•  Color: black RAL 9004,
•  Printed length counter at every meter of cable,
•  PE insulation: 5.0mm / 6.0mm,
•  HDPE conductor insulation: 0.88mm / 1.03mm,
•  Operation up to 100Mhz,
•  Fluke Test PASS.

Product description:
• Cat. 6 UTP, F/UTP LAN cable,
• Length: 305m,
• Cable conductors made of pure copper 

(100% CU),
• AWG: 23 (4.0*2.0*0.55mm) / (4.0*2.0*0.57mm),
•  Conductor: solid wire,
•  Color: black RAL 9004,
•  Printed length counter at every meter of cable,
•  PE insulation: 6.0mm / 7.3mm,
•  HDPE conductor insulation: 0.98mm / 1.17mm,
•  Operation up to 250Mhz,
•  Fluke Test PASS.

OUTDOOR CU LAN cables – Fluke Pass

UTP - CU - without gel

F/UTP - CU - without gel F/UTP - CU - without gel

PE jacket

PVC jacket

Rip cord

HDPE insulation

Solid conductor

PE jacket

Polyester layer

PVC jacket

Ground wire

Rip cord

HDPE insulation

Solid conductor

Aluminum foil shielded layer

PE jacket

PVC jacket

Rip cord

HDPE insulation

Solid conductor

UTP - CU - without gel

PE cross

PE jacket

Polyester layer

PVC jacket

Ground wire

Rip cord

HDPE insulation

Solid conductor

Aluminum foil shielded layer

PE cross
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OUTDOOR CU GEL LAN cables – Fluke Pass

Category 5e – with gel Category 6 – with gel

OUTDOOR CU GEL LAN cables – Fluke Pass

Product description:
•  Cat. 5e UTP, F/UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of pure copper 

(100% CU),
•  AWG: 24 (4.0*2.0*0.5mm),
•  Conductor: solid wire,
•  Color: black RAL 9004,
•  Printed length counter at every meter of cable,
•  PVC external insulation: 0.59mm,
•  PE insulation: 6.0mm / 6.4mm,
•  HDPE conductor insulation: 0.93mm,
•  Operation up to 100Mhz,
•  Fluke Test PASS.

Product description:
• Cat. 6 UTP, F/UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of pure copper 

(100% CU),
•  AWG: 23 (4.0*2.0*0.57mm),
•  Conductor: solid wire,
•  Color: black RAL 9004,
•  Printed length counter at every meter of cable,
•  PVC external insulation: 0.58mm / 0.60mm,
•  PE insulation: 6.8mm / 7.21mm,
•  HDPE conductor insulation: 0.93mm,
•  Operation up to 250Mhz,
•  Fluke Test PASS.

F/UTP - CU - with gel

UTP - CU - with gel
PE jacket

PVC jacket

Rip cord

HDPE insulation

Solid conductor

Gel

PE jacket

Polyester layer

PVC jacket

Ground wire

Rip cord

HDPE insulation

Solid conductor

Gel

Aluminum foil shielded layer

F/UTP- CU - with gel

PE jacket

PVC jacket

Rip cord

HDPE insulation

Solid conductor

Gel

UTP - CU - with gel

PE jacket

Polyester layer

PVC jacket

Ground wire

Rip cord

HDPE insulation

Solid conductor

Gel

Aluminum foil shielded layer

PE cross

PE cross
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INDOOR CU LAN cables – Fluke Pass

Category 5e Category 6

Product description:
• Cat. 5 UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of pure copper 

(100% CU),
•  AWG: 24 (4.0*2.0*0.45mm),
•  Conductor: solid wire,
•  Colors: black grey, blue, red, yellow,
•  Printed length counter at every meter of cable,
•  PVC external insulation: 4.7mm,
•  HDPE conductor insulation: 0.88mm,
•  Operation up to 100Mhz,
•  Fluke Test PASS.

Product description:
•  Cat. 6 UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of pure copper 

(100% CU),
•  AWG: 23 (4.0*2.0*0.53mm),
•  Conductor: solid wire,
•  Color: grey RAL 7035, 
•  Printed length counter at every meter of cable,
•  PVC external insulation: 6.0mm,
•  HDPE conductor insulation: 0.98mm,
•  Operation up to 250Mhz,
•  Fluke Test PASS.

INDOOR CU LAN cables – Fluke Pass

UTP - CU - solid
 PVC jacket

Rip cord

HDPE insulation

Solid conductor

PE cross

UTP - CU - solid
 PVC jacket

Rip cord

HDPE insulation

Solid conductor

Available colors:
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CCA LAN cables CCA LAN cables

Category 5e

Product description:
• Cat. 5e UTP, F/UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of copper (CCA),
•  AWG: 24 (4.0*2.0*0.5mm) or (4.0*2.0*0.2mm) / 

(4.0*2.0*0.5mm),
•  Conductor: solid or stranded wire,
•  Colors: UTP: grey, blue, red, yellow F/UTP: grey,
• Printed length counter at every meter of cable,
•  PVC external insulation: 5.0mm / 5.6mm,
•  HDPE conductor insulation: 0.93mm,
•  Operation up to 100Mhz.

UTP - CCA - solid / stranded

F/UTP - CCA - solid / stranded
 PVC jacket

 PVC jacket

Polyester layer

Aluminum foil shielded layer

Rip cord

Rip cord

HDPE insulation

HDPE insulation

Ground wire

Solid conductor

Solid conductor

Category 6

Product description:
•  Cat. 6 UTP LAN cable,
•  Length: 305m,
•  Cable conductors made of copper (CCA),
•  AWG: 23 (4.0*2.0*0.57mm), 
•  Conductor: solid wire,
•  Color: grey RAL 7035,
•  Printed length counter at every meter of cable,
•  PVC external insulation: 5.6mm,
•  HDPE conductor insulation: 0.95mm,
•  Operation up to 250Mhz.

UTP - CCA - solid
 PVC jacket

Rip cord

HDPE insulation

Solid conductor

PE cross
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Type of shielding Description

F/FTP Twisted pair shielded with foil and each pair shielded with foil

F/UTP Shielded twisted pair with foil

S/FTP Twisted pair shielded with braid and each pair shielded with foil

S/STP Double shielded twisted pair 

S/UTP Shielded twisted pair with braid

SF/FTP Twister pair shielded with braid and foil and each pair shielded with foil

SF/UTP Shielded twisted pair with foil and braid

U/FTP Twisted pair with each pair shielded with foil

U/UTP Unshielded twisted pair 

Solid Stranded

Characteristics Excellent for long distance 
transmission

Flexible and easy to handle

Used for Wall, floor installations etc.
Designed to be cut into patch 

cables for short-distance Ethernet 
connections

StrandedSolid
UTP Ethernet wire cross-section

Ethernet cables tutorial Ethernet cables tutorial 
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Technical specification

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) Red (RAL 3017) White (RAL 9010) Orange RAL 1028)

0.25m PCU5-10CC-0025-BK PCU5-10CC-0025-S PCU5-10CC-0025-B PCU5-10CC-0025-Y PCU5-10CC-0025-G PCU5-10CC-0025-R PCU5-10CC-0025-W PCU5-10CC-0025-O

0.5m PCU5-10CC-0050-BK PCU5-10CC-0050-S PCU5-10CC-0050-B PCU5-10CC-0050-Y PCU5-10CC-0050-G PCU5-10CC-0050-R PCU5-10CC-0050-W PCU5-10CC-0050-O

1m PCU5-10CC-0100-BK PCU5-10CC-0100-S PCU5-10CC-0100-B PCU5-10CC-0100-Y PCU5-10CC-0100-G PCU5-10CC-0100-R PCU5-10CC-0100-W PCU5-10CC-0100-O

1.5m PCU5-10CC-0150-BK PCU5-10CC-0150-S PCU5-10CC-0150-B PCU5-10CC-0150-Y PCU5-10CC-0150-G PCU5-10CC-0150-R PCU5-10CC-0150-W PCU5-10CC-0150-O

2m PCU5-10CC-0200-BK PCU5-10CC-0200-S PCU5-10CC-0200-B PCU5-10CC-0200-Y PCU5-10CC-0200-G PCU5-10CC-0200-R PCU5-10CC-0200-W PCU5-10CC-0200-O

3m PCU5-10CC-0300-BK PCU5-10CC-0300-S PCU5-10CC-0300-B PCU5-10CC-0300-Y PCU5-10CC-0300-G PCU5-10CC-0300-R PCU5-10CC-0300-W PCU5-10CC-0300-O

5m PCU5-10CC-0500-BK PCU5-10CC-0500-S PCU5-10CC-0500-B PCU5-10CC-0500-Y PCU5-10CC-0500-G PCU5-10CC-0500-R PCU5-10CC-0500-W PCU5-10CC-0500-O

10m PCU5-10CC-1000-BK PCU5-10CC-1000-S PCU5-10CC-1000-B PCU5-10CC-1000-Y PCU5-10CC-1000-G PCU5-10CC-1000-R PCU5-10CC-1000-W PCU5-10CC-1000-O

15m PCU5-10CC-1500-BK PCU5-10CC-1500-S PCU5-10CC-1500-B PCU5-10CC-1500-Y PCU5-10CC-1500-G PCU5-10CC-1500-R PCU5-10CC-1500-W PCU5-10CC-1500-O

20m PCU5-10CC-2000-BK PCU5-10CC-2000-S PCU5-10CC-2000-B PCU5-10CC-2000-Y PCU5-10CC-2000-G PCU5-10CC-2000-R PCU5-10CC-2000-W PCU5-10CC-2000-O

30m PCU5-10CC-3000-BK PCU5-10CC-3000-S PCU5-10CC-3000-B PCU5-10CC-3000-Y PCU5-10CC-3000-G PCU5-10CC-3000-R PCU5-10CC-3000-W PCU5-10CC-3000-O

50m PCU5-10CC-5000-BK PCU5-10CC-5000-S PCU5-10CC-5000-B PCU5-10CC-5000-Y PCU5-10CC-5000-G PCU5-10CC-5000-R PCU5-10CC-5000-W PCU5-10CC-5000-O

Cat. 5e UTP patch cords – unshielded

Cat. 5e F/UTP patch cords – shielded

Length Black (RAL 7039) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) Red (RAL 3017) White (RAL 9010) Orange RAL 1028)

0.25m PCU6-10CC-0025-BK PCU6-10CC-0025-S PCU6-10CC-0025-B PCU6-10CC-0025-Y PCU6-10CC-0025-G PCU6-10CC-0025-R PCU6-10CC-0025-W PCU6-10CC-0025-O

0.5m PCU6-10CC-0050-BK PCU6-10CC-0050-S PCU6-10CC-0050-B PCU6-10CC-0050-Y PCU6-10CC-0050-G PCU6-10CC-0050-R PCU6-10CC-0050-W PCU6-10CC-0050-O

1m PCU6-10CC-0100-BK PCU6-10CC-0100-S PCU6-10CC-0100-B PCU6-10CC-0100-Y PCU6-10CC-0100-G PCU6-10CC-0100-R PCU6-10CC-0100-W PCU6-10CC-0100-O

1.5m PCU6-10CC-0150-BK PCU6-10CC-0150-S PCU6-10CC-0150-B PCU6-10CC-0150-Y PCU6-10CC-0150-G PCU6-10CC-0150-R PCU6-10CC-0150-W PCU6-10CC-0150-O

2m PCU6-10CC-0200-BK PCU6-10CC-0200-S PCU6-10CC-0200-B PCU6-10CC-0200-Y PCU6-10CC-0200-G PCU6-10CC-0200-R PCU6-10CC-0200-W PCU6-10CC-0200-O

3m PCU6-10CC-0300-BK PCU6-10CC-0300-S PCU6-10CC-0300-B PCU6-10CC-0300-Y PCU6-10CC-0300-G PCU6-10CC-0300-R PCU6-10CC-0300-W PCU6-10CC-0300-O

5m PCU6-10CC-0500-BK PCU6-10CC-0500-S PCU6-10CC-0500-B PCU6-10CC-0500-Y PCU6-10CC-0500-G PCU6-10CC-0500-R PCU6-10CC-0500-W PCU6-10CC-0500-O

10m PCU6-10CC-1000-BK PCU6-10CC-1000-S PCU6-10CC-1000-B PCU6-10CC-1000-Y PCU6-10CC-1000-G PCU6-10CC-1000-R PCU6-10CC-1000-W PCU6-10CC-1000-O

15m PCU6-10CC-1500-BK PCU6-10CC-1500-S PCU6-10CC-1500-B PCU6-10CC-1500-Y PCU6-10CC-1500-G PCU6-10CC-1500-R PCU6-10CC-1500-W PCU6-10CC-1500-O

20m PCU6-10CC-2000-BK PCU6-10CC-2000-S PCU6-10CC-2000-B PCU6-10CC-2000-Y PCU6-10CC-2000-G PCU6-10CC-2000-R PCU6-10CC-2000-W PCU6-10CC-2000-O

Cat. 6 UTP patch cords – unshielded

Technical specification

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) White (RAL 9010) Orange RAL 1028)

0.25m PCF5-10CC-0025-BK PCF5-10CC-0025-S PCF5-10CC-0025-B PCF5-10CC-0025-Y PCF5-10CC-0025-G PCF5-10CC-0025-W PCF5-10CC-0025-O

0.5m PCF5-10CC-0050-BK PCF5-10CC-0050-S PCF5-10CC-0050-B PCF5-10CC-0050-Y PCF5-10CC-0050-G PCF5-10CC-0050-W PCF5-10CC-0050-O

1m PCF5-10CC-0100-BK PCF5-10CC-0100-S PCF5-10CC-0100-B PCF5-10CC-0100-Y PCF5-10CC-0100-G PCF5-10CC-0100-W PCF5-10CC-0100-O

1.5m PCF5-10CC-0150-BK PCF5-10CC-0150-S PCF5-10CC-0150-B PCF5-10CC-0150-Y PCF5-10CC-0150-G PCF5-10CC-0150-W PCF5-10CC-0150-O

2m PCF5-10CC-0200-BK PCF5-10CC-0200-S PCF5-10CC-0200-B PCF5-10CC-0200-Y PCF5-10CC-0200-G PCF5-10CC-0200-W PCF5-10CC-0200-O

3m PCF5-10CC-0300-BK PCF5-10CC-0300-S PCF5-10CC-0300-B PCF5-10CC-0300-Y PCF5-10CC-0300-G PCF5-10CC-0300-W PCF5-10CC-0300-O

5m PCF5-10CC-0500-BK PCF5-10CC-0500-S PCF5-10CC-0500-B PCF5-10CC-0500-Y PCF5-10CC-0500-G PCF5-10CC-0500-W PCF5-10CC-0500-O

10m PCF5-10CC-1000-BK PCF5-10CC-1000-S PCF5-10CC-1000-B PCF5-10CC-1000-Y PCF5-10CC-1000-G PCF5-10CC-1000-W PCF5-10CC-1000-O

15m PCF5-10CC-1500-BK PCF5-10CC-1500-S PCF5-10CC-1500-B PCF5-10CC-1500-Y PCF5-10CC-1500-G PCF5-10CC-1500-W PCF5-10CC-1500-O

20m PCF5-10CC-2000-BK PCF5-10CC-2000-S PCF5-10CC-2000-B PCF5-10CC-2000-Y PCF5-10CC-2000-G PCF5-10CC-2000-W PCF5-10CC-2000-O

30m PCF5-10CC-3000-BK PCF5-10CC-3000-S PCF5-10CC-3000-B PCF5-10CC-3000-Y PCF5-10CC-3000-G PCF5-10CC-3000-W PCF5-10CC-3000-O

50m PCF5-10CC-5000-BK PCF5-10CC-5000-S PCF5-10CC-5000-B PCF5-10CC-5000-Y PCF5-10CC-5000-G PCF5-10CC-5000-W PCF5-10CC-5000-O
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Technical specification

Cat. 6 F/UTP patch cords – shielded

Technical specification

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) White (RAL 9010)

0.25m PCF6-10CC-0025-BK PCF6-10CC-0025-S PCF6-10CC-0025-B PCF6-10CC-0025-Y PCF6-10CC-0025-G PCF6-10CC-0025-W

0.5m PCF6-10CC-0050-BK PCF6-10CC-0050-S PCF6-10CC-0050-B PCF6-10CC-0050-Y PCF6-10CC-0050-G PCF6-10CC-0050-W

1m PCF6-10CC-0100-BK PCF6-10CC-0100-S PCF6-10CC-0100-B PCF6-10CC-0100-Y PCF6-10CC-0100-G PCF6-10CC-0100-W

1.5m PCF6-10CC-0150-BK PCF6-10CC-0150-S PCF6-10CC-0150-B PCF6-10CC-0150-Y PCF6-10CC-0150-G PCF6-10CC-0150-W

2m PCF6-10CC-0200-BK PCF6-10CC-0200-S PCF6-10CC-0200-B PCF6-10CC-0200-Y PCF6-10CC-0200-G PCF6-10CC-0200-W

3m PCF6-10CC-0300-BK PCF6-10CC-0300-S PCF6-10CC-0300-B PCF6-10CC-0300-Y PCF6-10CC-0300-G PCF6-10CC-0300-W

5m PCF6-10CC-0500-BK PCF6-10CC-0500-S PCF6-10CC-0500-B PCF6-10CC-0500-Y PCF6-10CC-0500-G PCF6-10CC-0500-W

10m PCF6-10CC-1000-BK PCF6-10CC-1000-S PCF6-10CC-1000-B PCF6-10CC-1000-Y PCF6-10CC-1000-G PCF6-10CC-1000-W

15m PCF6-10CC-1500-BK PCF6-10CC-1500-S PCF6-10CC-1500-B PCF6-10CC-1500-Y PCF6-10CC-1500-G PCF6-10CC-1500-W

20m PCF6-10CC-2000-BK PCF6-10CC-2000-S PCF6-10CC-2000-B PCF6-10CC-2000-Y PCF6-10CC-2000-G PCF6-10CC-2000-W

30m PCF6-10CC-3000-BK PCF6-10CC-3000-S PCF6-10CC-3000-B PCF6-10CC-3000-Y PCF6-10CC-3000-G PCF6-10CC-3000-W

Cat. 5e UTP flat patch cords – unshielded

Cat. 6 S/FTP patch cords – double shielded

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) Red (RAL 3017) White (RAL 9010) Orange RAL 1028)

0.5m PCUF5-10CC-0050-BK PCUF5-10CC-0050-S PCUF5-10CC-0050-B PCUF5-10CC-0050-Y PCUF5-10CC-0050-G PCUF5-10CC-0050-R PCUF5-10CC-0050-W PCUF5-10CC-0050-O

1m PCUF5-10CC-0100-BK PCUF5-10CC-0100-S PCUF5-10CC-0100-B PCUF5-10CC-0100-Y PCUF5-10CC-0100-G PCUF5-10CC-0100-R PCUF5-10CC-0100-W PCUF5-10CC-0100-O

1.5m PCUF5-10CC-0150-BK PCUF5-10CC-0150-S PCUF5-10CC-0150-B PCUF5-10CC-0150-Y PCUF5-10CC-0150-G PCUF5-10CC-0150-R PCUF5-10CC-0150-W PCUF5-10CC-0150-O

2m PCUF5-10CC-0200-BK PCUF5-10CC-0200-S PCUF5-10CC-0200-B PCUF5-10CC-0200-Y PCUF5-10CC-0200-G PCUF5-10CC-0200-R PCUF5-10CC-0200-W PCUF5-10CC-0200-O

3m PCUF5-10CC-0300-BK PCUF5-10CC-0300-S PCUF5-10CC-0300-B PCUF5-10CC-0300-Y PCUF5-10CC-0300-G PCUF5-10CC-0300-R PCUF5-10CC-0300-W PCUF5-10CC-0300-O

5m PCUF5-10CC-0500-BK PCUF5-10CC-0500-S PCUF5-10CC-0500-B PCUF5-10CC-0500-Y PCUF5-10CC-0500-G PCUF5-10CC-0500-R PCUF5-10CC-0500-W PCUF5-10CC-0500-O

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024) Red (RAL 3017) White (RAL 9010) Orange RAL 1028)

0.5m PCF6A-10CC-0050-BK PCF6A-10CC-0050-S PCF6A-10CC-0050-B PCF6A-10CC-0050-Y PCF6A-10CC-0050-G PCF6A-10CC-0050-R PCF6A-10CC-0050-W PCF6A-10CC-0050-O

1m PCF6A-10CC-0100-BK PCF6A-10CC-0100-S PCF6A-10CC-0100-B PCF6A-10CC-0100-Y PCF6A-10CC-0100-G PCF6A-10CC-0100-R PCF6A-10CC-0100-W PCF6A-10CC-0100-O

1.5m PCF6A-10CC-0150-BK PCF6A-10CC-0150-S PCF6A-10CC-0150-B PCF6A-10CC-0150-Y PCF6A-10CC-0150-G PCF6A-10CC-0150-R PCF6A-10CC-0150-W PCF6A-10CC-0150-O

2m PCF6A-10CC-0200-BK PCF6A-10CC-0200-S PCF6A-10CC-0200-B PCF6A-10CC-0200-Y PCF6A-10CC-0200-G PCF6A-10CC-0200-R PCF6A-10CC-0200-W PCF6A-10CC-0200-O

3m PCF6A-10CC-0300-BK PCF6A-10CC-0300-S PCF6A-10CC-0300-B PCF6A-10CC-0300-Y PCF6A-10CC-0300-G PCF6A-10CC-0300-R PCF6A-10CC-0300-W PCF6A-10CC-0300-O

5m PCF6A-10CC-0500-BK PCF6A-10CC-0500-S PCF6A-10CC-0500-B PCF6A-10CC-0500-Y PCF6A-10CC-0500-G PCF6A-10CC-0500-R PCF6A-10CC-0500-W PCF6A-10CC-0500-O

10m PCF6A-10CC-1000-BK PCF6A-10CC-1000-S PCF6A-10CC-1000-B PCF6A-10CC-1000-Y PCF6A-10CC-1000-G PCF6A-10CC-1000-R PCF6A-10CC-1000-W PCF6A-10CC-1000-O

15m PCF6A-10CC-1500-BK PCF6A-10CC-1500-S PCF6A-10CC-1500-B PCF6A-10CC-1500-Y PCF6A-10CC-1500-G PCF6A-10CC-1500-R PCF6A-10CC-1500-W PCF6A-10CC-1500-O

20m PCF6A-10CC-2000-BK PCF6A-10CC-2000-S PCF6A-10CC-2000-B PCF6A-10CC-2000-Y PCF6A-10CC-2000-G PCF6A-10CC-2000-R PCF6A-10CC-2000-W PCF6A-10CC-2000-O
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Technical specification

Manufacturer code Description Type Conductor material Depth / Width / Height

LCU5-10CC-0305-S Cat. 5e solid 305m LAN cable UTP CCA UTP CCA 345mm / 345mm / 210mm

LCU5-10CC-0305-R Cat. 5e solid 305m LAN cable UTP CCA UTP CCA 345mm / 345mm / 210mm

LCU5-10CC-0305-B Cat. 5e solid 305m LAN cable UTP CCA UTP CCA 345mm / 345mm / 210mm

LCU5-10CC-0305-Y Cat. 5e solid 305m LAN cable UTP CCA UTP CCA 345mm / 345mm / 210mm

LCF5-10CC-0305-S Cat. 5e solid 305m LAN cable F/UTP CCA F/UTP CCA 385mm / 380mm / 240mm

LCU5-11CC-0305-S Cat. 5e stranded 305m LAN cable UTP CCA UTP CCA 365mm / 365mm / 230mm

LCF5-11CC-0305-S Cat. 5e stranded 305m LAN cable F/UTP CCA F/UTP CCA 365mm / 230mm / 360mm

LCU5-11CU-0305-S Cat. 5e solid 305m LAN cable UTP CU CPR FLUKE UTP 100% CU 355mm / 357mm / 215mm

LCF5-11CU-0305-S Cat. 5e solid 305m LAN cable F/UTP CU CPR FLUKE F/UTP 100% CU 423mm / 427mm / 245mm

LCS5-11CU-0305-S Cat. 5e solid 305m LAN cable SF/UTP CU CPR FLUKE SF/UTP 100% CU 428mm / 425mm / 245mm

LCU5-12CU-0305-S Cat. 5e solid 305m LAN cable UTP CU FLUKE UTP 100% CU 370mm / 360mm / 220mm

LCU5-12CU-0305-R Cat. 5e solid 305m LAN cable UTP CU FLUKE UTP 100% CU 370mm / 360mm / 220mm

LCU5-12CU-0305-B Cat. 5e solid 305m LAN cable UTP CU FLUKE UTP 100% CU 370mm / 360mm / 220mm

LCU5-12CU-0305-Y Cat. 5e solid 305m LAN cable UTP CU FLUKE UTP 100% CU 370mm / 360mm / 220mm

Manufacturer code Description Type Conductor material Depth / Width / Height

LCU5-21CU-0305-BK Cat. 5e solid 305m LAN cable UTP CU FLUKE UTP 100% CU 350mm / 350mm / 235mm

LCF5-21CU-0305-BK Cat. 5e solid 305m LAN cable F/UTP CU FLUKE F/UTP 100% CU 350mm / 350mm / 240mm

LCU5-30CU-0305-BK Cat. 5e solid 305m LAN cable UTP CU Gel. FLUKE UTP 100% CU 300mm / 300mm / 225mm

LCF5-30CU-0305-BK Cat. 5e solid 305m LAN cable F/UTP CU Gel. FLUKE F/UTP 100% CU 300mm / 300mm / 220mm

Manufacturer code Description Type Conductor material Depth / Width / Height

LCU6-21CU-0305-BK Cat. 6 solid 305m LAN cable UTP CU FLUKE UTP 100% CU 350mm / 350mm / 240mm

LCF6-21CU-0305-BK Cat. 6 solid 305m LAN cable F/UTP CU FLUKE F/UTP 100% CU 350mm / 350mm / 305mm

LCU6-30CU-0305-BK Cat. 6 solid 305m LAN cable UTP CU Gel. FLUKE UTP 100% CU 355mm / 355mm / 265mm

LCF6-30CU-0305-BK Cat. 6 solid 305m LAN cable F/UTP CU Gel. FLUKE F/UTP 100% CU 360mm / 265mm / 260mm

Manufacturer code Description Type Conductor material Depth / Width / Height

LCU6-10CC-0305-S Cat. 6 solid 305m LAN cable UTP CCA UTP CCA 360mm / 235mm / 360mm

LCU6-11CU-0305-S Cat. 6 solid 305m LAN cable UTP CU CPR FLUKE UTP 100% CU 420mm / 427mm / 245mm

LCF6-11CU-0305-S Cat. 6 solid 305m LAN cable F/UTP CU CPR FLUKE F/UTP 100% CU 490mm / 492mm / 255mm

LCS6-11CU-0305-S Cat. 6 solid 305m LAN cable SF/UTP CU CPR FLUKE SF/UTP 100% CU 490mm / 490mm / 255mm

LCU6-12CU-0305-S Cat. 6 solid 305m LAN cable UTP CU FLUKE UTP 100% CU 425mm / 423mm / 220mm

Manufacturer code Description Type Conductor material Depth / Width / Height

LCUF6L-11CU-0305-S Cat. 6A solid 305m LAN cable U/FTP CU CPR FLUKE U/FTP 100% CU 380mm / 380mm / 240mm

Cat. 5e LAN cables

Cat. 5e Outdoor LAN cables

Cat. 6 Outdoor LAN cables

Technical specification

Cat. 6 LAN cables

Cat. 6A LAN cables

Manufacturer code Description Type Conductor material Depth / Width / Height

LCS7L-11CU-0305-S Cat. 7 solid 305m LAN cable S/FTP CU CPR FLUKE S/FTP 100% CU 380mm / 380mm / 240mm

Cat. 7 LAN cables

Length Black (RAL 9004) Grey (RAL 7035) Blue (RAL 5012) Yellow (RAL 1028) Green (RAL 6024)

0.25m PCU5-20CC-0025-BK PCU5-20CC-0025-S PCU5-20CC-0025-B PCU5-20CC-0025-Y PCU5-20CC-0025-G

0.5m PCU5-20CC-0050-BK PCU5-20CC-0050-S PCU5-20CC-0050-B PCU5-20CC-0050-Y PCU5-20CC-0050-G

1m PCU5-20CC-0100-BK PCU5-20CC-0100-S PCU5-20CC-0100-B - -

1.5m PCU5-20CC-0150-BK PCU5-20CC-0150-S - - -

2m PCU5-20CC-0200-BK PCU5-20CC-0200-S PCU5-20CC-0200-B - -

3m PCU5-20CC-0300-BK PCU5-20CC-0300-S - - -

Length Grey (RAL 7035)

0.25m PCU6-20CC-0025-S

0.5m PCU6-20CC-0050-S

1m PCU6-20CC-0100-S

1.5m PCU6-20CC-0150-S

2m PCU6-20CC-0200-S

3m PCU6-20CC-0300-S

10-Packs cat. 5e patch cables - unshielded

10-Packs cat. 6 patch cables - unshielded
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Patch panels, 
Surface-mount boxes, 
Keystones, RJ-45 



Patch panels

Product description:
• RJ-45 ports numbered in order,
• Designed for 19” rack cabinets,
• IDC / LSA universal connectors in accordance with T568A/B,
• Available colors: Black RAL9004 and grey RAL7035.

• 19” 1U patch panel with 48 unshielded cat. 5e/6 RJ-45 ports,
• Fitted with shelf with handles for easy cables installation and organization.

Patch panels

• 19” 0.5U patch panel with 24 unshielded cat. 5e/6 RJ-45 ports, 
• Cable organizer included.

• 19” 0.5U patch panel with 24 shielded cat. 5e/6 RJ-45 ports, 
• Fitted with shelf with handles for easy cables installation and organization.

• 10” 1U patch panel with 12 unshielded cat. 5e/6 RJ-45 ports.

• 10” 1U patch panel with 12 shielded cat. 5e/6 RJ-45 ports.

• 19” 1U patch panel with 24 unshielded cat. 5e/6 RJ-45 ports.

• 19” 1U patch panel with 24 shielded cat. 5e/6 RJ-45 ports.

92 93|    www.lanberg.pl/en  www.lanberg.pl/en    |



Technical specification

• 19” 1U blank staggered patch panel to be fitted with up to 24 keystone modules,
• Cable organizer included.

• 19” 1U blank patch panel to be fitted with up to 24 keystone modules,
• Cable organizer included.

• 19” 1U blank patch panel to be fitted with up to 24 keystone modules.

Manufacturer code Height (U) RJ-45 ports Type Color Additional accessories

PPU5-9012-B 1 12 UTP - unshielded Black - RAL 9004 -

PPU5-9012-S 1 12 UTP - unshielded Grey - RAL 7035 -

PPF5-9012-B 1 12 FTP - shielded Black - RAL 9004 -

PPF5-9012-B 1 12 FTP - shielded Grey - RAL 7035 -

Manufacturer code Height (U) RJ-45 ports Type Color Additional accessories

PPU5-0024-B 0.5 24 UTP - unshielded Black - RAL 9004 Cable organizer

PPU5-0024-S 0.5 24 UTP - unshielded Grey - RAL 7035 Cable organizer

PPS5-0024-B 0.5 24 FTP - shielded Black - RAL 9004 Shelf

PPS5-0024-S 0.5 24 FTP - shielded Grey - RAL 7035 Shelf

PPU5-1024-B 1 24 UTP - unshielded Black - RAL 9004 -

PPU5-1024-S 1 24 UTP - unshielded Grey - RAL 7035 -

PPS5-1024-B 1 24 FTP - shielded Black - RAL 9004 Shelf

PPS5-1024-S 1 24 FTP - shielded Grey - RAL 7035 Shelf

PPU5-1048-B 1 48 UTP - unshielded Black - RAL 9004 Shelf

PPU5-1048-S 1 48 UTP - unshielded Grey - RAL 7035 Shelf

Manufacturer code Height (U) RJ-45 ports Type Color Additional accessories

PPU6-0024-B 0.5 24 UTP - unshielded Black - RAL 9004 Cable organizer

PPU6-0024-S 0.5 24 UTP - unshielded Grey - RAL 7035 Cable organizer

PPS6-0024-B 0.5 24 FTP - shielded Black - RAL 9004 Shelf

PPS6-0024-S 0.5 24 FTP - shielded Grey - RAL 7035 Shelf

PPU6-1024-B 1 24 UTP - unshielded Black - RAL 9004 -

PPU6-1024-S 1 24 UTP - unshielded Grey - RAL 7035 -

PPS6-1024-B 1 24 FTP - shielded Black - RAL 9004 Shelf

PPS6-1024-S 1 24 FTP - shielded Grey - RAL 7035 Shelf

PPU6-1048-B 1 48 UTP - unshielded Black - RAL 9004 Shelf

PPU6-1048-S 1 48 UTP - unshielded Grey - RAL 7035 Shelf

Manufacturer code Height (U) RJ-45 ports Type Color Additional accessories

PPU6-9012-B 1 12 UTP - unshielded Black - RAL 9004 -

PPU6-9012-S 1 12 UTP - unshielded Grey - RAL 7035 -

PPF6-9012-B 1 12 FTP - shielded Black - RAL 9004 -

PPF6-9012-B 1 12 FTP - shielded Grey - RAL 7035 -

Manufacturer code Height (U) RJ-45 ports Port layout Color Additional accessories

PPKS-1024-B 1 24 Regular Black - RAL 9004 -

PPKS-1024-S 1 24 Regular Grey - RAL 7035 -

PPKS-1124-B 1 24 Regular Black - RAL 9004 Cable organizer

PPKS-1124-S 1 24 Regular Grey - RAL 7035 Cable organizer

PPKS-1224-B 1 24 Staggered Black - RAL 9004 Cable organizer

PPKS-1224-S 1 24 Staggered Grey - RAL 7035 Cable organizer

10” cat. 5e patch panels 

19” cat. 5e patch panels 

19” cat. 6 patch panels 

10” cat. 6 patch panels 

19” blank patch panels

Patch panels
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Surface-mount boxes

Category 5e

Unshielded:
• One / two cat. 5e UTP RJ-45 ports
• Universal connectors IDC/LSA 

in accordance with T568A/B,
• Allows connection of 26-22 AWG 

conductors,
• Very quick and simple assembly,
• Color: White RAL 9003.

Shielded:
• One / two cat. 5e FTP RJ-45 ports
• Universal connectors IDC/LSA 

in accordance with T568A/B,
• Allows connection of 26-22 AWG 

conductors,
• Very quick and simple assembly,
• Color: White RAL 9003.

Manufacturer code Description Type No. of RJ-45 ports

OU5-0001-W 1-port cat. 5e surface-mount box UTP 1

OU5-0002-W 2-port cat. 5e surface-mount box UTP 2

OS5-0001-W 1-port cat. 5e surface-mount box FTP 1

OS5-0002-W 2-port cat. 5e surface-mount box FTP 2

Surface-mount boxes

Category 6

Unshielded:
• One / two cat. 6 UTP RJ-45 ports
• Universal connectors IDC/LSA 

in accordance with T568A/B,
• Allows connection of 26-22 AWG 

conductors,
• Very quick and simple assembly,
• Color: White RAL 9003.

Shielded:
• One / two cat. 6 FTP RJ-45 ports
• Universal connectors IDC/LSA 

in accordance with T568A/B,
• Allows connection of 26-22 AWG 

conductors,
• Very quick and simple assembly,
• Color: White RAL 9003.

Manufacturer code Description Type No. of RJ-45 ports

OU6-0001-W 1-port cat. 6 surface-mount box UTP 1

OU6-0002-W 2-port cat. 6 surface-mount box UTP 2

OS6-0001-W 1-port cat. 6 surface-mount box FTP 1

OS6-0002-W 2-port cat. 6 surface-mount box FTP 2
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2M 45x45 socket modules 2M 45x45 socket modules

AC-4545-E-W
•  Fixed French (type E) socket,
• 2M 45x45 standard,
• Screw clamp,
• Rated voltage: 250V, 50Hz,
• Rated current: max. 16A,
• Material: fire resistant polycarbonate,
• Color: white.

Single Type E electric
socket module

AC-4545-F-W
•  Fixed Schuko (type F) socket,
• 2M 45x45 standard,
• Screw clamp,
• Rated voltage: 250V, 50Hz,
• Rated current: max. 16A,
• Material: fire resistant polycarbonate,
• Color: white.

Single Type F electric 
socket module

AC-4545-2XUSB2.1-W
• Fixed 2x USB Type-A socket,
• 2M 45x45 standard,
• Rated voltage: 160-250V, 50Hz,
• Material: fire resistant polycarbonate,
• Color: white.

Double USB Type A 
2.1A socket module

AC-4545SW-F-W
• Fixed Schuko (type F) socket,
• 2M 45x45 standard,
• Toolless installation,
• Rated voltage: 250V, 50Hz,
• Rated current: max. 16A,
• Material: fire resistant polycarbonate,
• Color: white.

Toolless Single Type F
electric socket module

WS-4545-RJ45K-W
• Cat. 6 unshielded socket,
• 2M 45x45 standard,
• Mounting slot for Keystone
• Color: white.

Single Cat.6 UTP RJ-45 
Keystone socket module

WS-4545-2XRJ45K-W
• Cat. 6 unshielded socket,
• 2M 45x45 standard,
• Mounting slot for 2 Keystones
• Color: white.

Double Cat.6 UTP RJ-45 
Keystone socket module
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180° RJ-45 keystone modules

Kategoria 5e

Cat. 5e Unshielded:
• Outer connector: 1 x female UTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Unshielded:
• Outer connector: 1 x female UTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Toolless 180° RJ-45 keystone modules

Manufacturer code Description Type

KSU6-1000 Cat. 5e UTP Keystone module RJ-45->LSA Unshielded

KSF6-1000 Cat. 5e FTP Keystone module RJ-45->LSA Shielded

KSU5-1000 Cat. 6 UTP Keystone module RJ-45->LSA Unshielded

KSF5-1000 Cat. 6 FTP Keystone module RJ-45->LSA Shielded

Manufacturer code Description Type

KSU6-2000 Cat. 5e UTP Toolless keystone module RJ-45->LSA Unshielded

KSF6-2000 Cat. 5e FTP Toolless keystone module RJ-45->LSA Shielded

KSU5-2000 Cat. 6 UTP Toolless keystone module RJ-45->LSA Unshielded

KSF5-2000 Cat. 6 FTP Toolless keystone module RJ-45->LSA Shielded

Cat. 6 Unshielded:
• Outer connector: 1 x female UTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 6 Unshielded:
• Outer connector: 1 x female UTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA..

Cat. 6 Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 6 Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.
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RJ-45 keystone modules 90° RJ-45 keystone modules, inline couplers

Cat. 5e Unshielded:
• Connectors: 2 x UTP RJ-45 port (8P/8C).

Cat. 6 Unshielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Unshielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Manufacturer code Description Type

KSU6-1090 Cat. 6 90° UTP keystone module RJ-45->LSA Unshielded

KSF6-1090 Cat. 6 90° FTP keystone module RJ-45->LSA Shielded

KSU5-3000 Cat. 5e UTP 180° keystone inline coupler RJ-45-> RJ-45 Unshielded

KSF5-3000 Cat. 5e FTP 180° keystone inline coupler RJ-45-> RJ-45 Shielded

Cat. 6A Unshielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 6A Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Cat. 5e Shielded:
• Connectors: 2 x FTP RJ-45 port (8P/8C).

Cat. 6 Shielded:
• Outer connector: 1 x female FTP 

RJ-45 (8P/8C),
• Inner connector: 1 x LSA.

Manufacturer code Description Type

KSUA-2000 Cat. 6A 180° UTP Toolless keystone module RJ-45->LSA Unshielded

KSFA-2000 Cat. 6A 180° FTP Toolless keystone module RJ-45->LSA Shielded

KSU5-1090 Cat. 5e UTP keystone module RJ-45->LSA Unshielded

KSF5-1090 Cat. 5e FTP keystone module RJ-45->LSA Shielded
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RJ-45 Keystone inline couplers

Cat. 5e Unshielded:
• Connectors: 2 x UTP RJ-45 port (8P/8C).

Cat. 5e Shielded:
• Connectors: 2 x FTP RJ-45 port (8P/8C).

Manufacturer code Description Type

KSU6-3000 Cat. 5e UTP 180° keystone inline coupler RJ-45-> RJ-45 Unshielded

KSF6-3000 Cat. 5e FTP 180° keystone inline coupler RJ-45-> RJ-45 Shielded

KSF5-3090 Cat. 5e UTP 90° keystone inline coupler RJ-45-> RJ-45 Shielded

KSF6-3090 Cat. 5e FTP 90° keystone inline coupler RJ-45-> RJ-45 Shielded

Manufacturer code Description Type

AD-RJ45-RJ45-OU6 Cat. 5e UTP Coupler RJ-45 x2 Unshielded

AD-RJ45-RJ45-OS6 Cat. 5e FTP Coupler RJ-45 x2 Shielded

AD-RJ45-RJ45-OU5 Cat. 6 UTP Coupler RJ-45 x2 Unshielded

AD-RJ45-RJ45-OS5 Cat. 6 FTP Coupler RJ-45 x2 Shielded

RJ-45 couplers

Cat. 6 Unshielded:
• Connectors: 2 x UTP RJ-45 port (8P/8C).

Cat. 6 Shielded:
• Connectors: 2 x FTP RJ-45 port (8P/8C).

Cat. 6 Shielded:
• Connectors: 2 x FTP RJ-45 port (8P/8C).

Cat. 5e Shielded:
• Connectors: 2 x UTP RJ-45 port (8P/8C).

Cat. 6 Unshielded:
• Connectors: 2 x UTP RJ-45 port (8P/8C).

Cat. 6 Shielded:
• Connectors: 2 x FTP RJ-45 port (8P/8C).
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RJ-45 splitter couplers, window feed-thru coupler

Unshielded:
• Connectors: RJ-45-> x2 RJ-45 UTP 

RJ-45 port (8P/8C).

Shielded:
• Connectors: RJ-45-> x2 RJ-45 FTP 

RJ-45 port (8P/8C).

Manufacturer code Description Type
AD-RJ45-2RJ45-OU UTP RJ-45->x2 RJ-45 coupler Unshielded

ADS-RJ45-2RJ45-OS FTP RJ-45->x2 RJ-45 coupler Shielded

AD-RJ45-OS6-IP67 Cat. 6 FTP RJ-45 x2 IP67 coupler Shielded

ADS-RJ45-RJ45-245 Cat. 5e RJ-45 17cm window feed-thru coupler -

ADS-RJ45-RJ45-300 Cat. 5e RJ-45 23cm window feed-thru coupler -

ADS-RJ45-RJ45-505 Cat. 5e RJ-45 44cm window feed-thru coupler -

Manufacturer code Description Type

OK1-0001-W Blank surface-mount box for one keystone module -

OK1-0002-W Blank surface-mount box for two keystone module -

Blank surface-mount keystone boxes

Waterproof RJ-45 coupler
• Connectors: 2 x RJ-45 FTP/UTP,
• IP67 protection class.

Window feed-thru coupler
• Connectors: 2 x Cat. 5e RJ-45,
• Cable-tape dimensions:  4,5cm/17cm; 

30cm/23cm; 50,5cm/44cm.

1-port blank box
• One keystone port - 19.2 x 14.9 mm,
• Cable routing 180°.

2-port blank box
• Two keystone ports - 19.2 x 14.9 mm,
• Cable routing 180°.
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RJ-45 connectors RJ-45 connectors

FTP – shielded

UTP - unshielded

PLU-5020 / PLU-6020
• Unshielded RJ-45 connectors (8P/8C) 20 pcs,
• Cat. 5e or cat. 6 (with a wire guide for stranded
and solid cabling).

PLS-5020 / PLS-6020
• Shielded RJ-45 connectors (8P/8C) 20 pcs,
• Cat. 5e or cat. 6 (with a wire guide for stranded 
and solid cabling).

PLU-5000 / PLU-6000
• Unshielded RJ-45 connectors (8P/8C) 100 pcs,
• Cat. 5e or cat. 6 (with a wire guide for stranded 
and solid cabling).

PLS-5000 / PLS-6000
• Shielded RJ-45 connectors (8P/8C) 100 pcs,
• Cat. 5e or cat. 6 (with a wire guide for stranded 
and solid cabling).
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Pass through, toolless RJ-45 connectors Pass through, toolless RJ-45 connectors

PLS-5020EZ / PLS-6020EZ 
• Pass through shielded RJ-45 (8P/8C) 20 pcs,
• Cat. 5e or cat. 6 (with a wire guide for 
stranded and solid cabling).

PLS-5000EZ / PLS-6000EZ 
• Pass through shielded RJ-45 (8P/8C) 100 pcs,
• Cat. 5e or cat. 6 (with a wire guide for 
stranded and solid cabling).

PLU-5000EZ / PLU-6000EZ
• Pass through unshielded RJ-45 (8P/8C) 100 pcs,
• Cat. 5e or cat. 6 (with a wire guide for 
stranded and solid cabling).

PLU-5020EZ / PLU-6020EZ
• Pass through unshielded RJ-45 (8P/8C) 20 pcs,
• Cat. 5e or cat. 6 (with a wire guide for 
stranded and solid cabling).

PLS-6000TL / PLSA-6000TL
• Toolless shielded RJ-45 connector (8P/8C),
• Self-locking connector facilitates quick 
termination  on solid and stranded cabling,
• Cat. 6 or cat. 6A.

PLU-6000TL / PLUA-6000TL
• Toolless unshielded RJ-45 connector (8P/8C),
• Self-locking connector facilitates quick 
termination on solid and stranded cabling,
• Cat. 6 or cat. 6A.
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LAN Network 
tools and more



LAN Network tools Insulation stripping tools

NT-0001
•  Contoured handle makes the usage more 

comfortable,
• Suitable for connecting cables, modules and 

patch panels,
• Equipped with a hook, which allows effortlessly 

to pull out even the most stuck cables.

Punch down tool 
with Krone blade

NT-0101
•  Essential tool for stripping external insulation 

and cutting cabling such as: UTP, FTP, SFTP,  
coaxial, data, telephone, electric wires,

• Easy insulation stripping from network wiring:
• 8p (RJ45-8P8C), 6p (RJ12-6P6C), 4p (RJ9-

4P4C &RJ11-6P4C), 2p,
• Well-thought-out design of the blades ensuring 

the removal of insulation without  damaging any 
internal cable conductors / pairs. 

Insulation stripping tool

NT-0601
•  Dedicated dismantling and installing M6 cage 

nuts from/on mounting rails inside of the server 
cabinets,

•  Design of this product enables easy installation 
of Rack equipment in hard-to-reach places.

M6 Cage nut insertion 
and removal tool

SK01-02-B
•  Knives for cutting paper, wallpaper, foil, etc.,
• Lock preventing blade insertion or protrusion,
• Replaceable, breakaway blades,
• Dimensions:
     - Width of blades: 1.8cm,
     - Total length: approx. 22.5 cm,
     - Length with the blade fully inserted: 15cm,
• 2 snap knives included in the set.

Set of 2 snap knives with 
breakaway blades 

NT-0102
• Devoted to removing external insulation 

(RG59/6 and RG7/11), 
• Can be used both for coaxial, round 

or flat cables,
• Durable blades withstand up to 

approx. 5000 cuts.

Network insulation 
stripping tool

NT-0103
• Dedicated to remove external insulation from 

STP/UTP LAN,  computer, audio, SPT-1 / SPT-2 
or any other cables, 

• Well-thought-out design of the blades 
ensuring the removal of insulation without  
damaging any internal cable conductors / pairs.

Universal stripping tool
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NT-0202
• Dedicated to crimping modular ICT 

connectors, such as RJ-9, RJ-11, RJ-12 and 
RJ-45,

• Built-in additional insulation stripper for flat 
and round cables with a diameter of approx. 
6mm,

• Special ratchet mechanism to prevent 
insufficient pressure applied on connectors.

Universal crimping tool

Crimping tools

NT-0104
• For stripping and crimping the connector tips,
• Operating range: 0.5-0.6mm²,
• Jaws made of durable steel,
• Ergonomic, comfortable grip.

Automatic insulation stripper

NT-0201
•  Exclusive for crimping modular connectors: 

8p, (RJ45-8P8C), 6p (RJ12-6P6C), 4p (RJ9-
4P4C & RJ11-6P4C),

• Special ratchet mechanism to prevent 
insufficient pressure applied on connectors,

• Built-in insulation stripper for flat and round 
cables with a diameter of approx. 6mm.

Modular connector 
crimping tool

NT-0203
• For crimping modular connectors: 8p (RJ45-

8P8C), 6p (RJ12-6P6C, RJ11-6P4C), 4p (RJ11-
6P4C),

• Built-in twisted-pair tester, which removable 
modules can be disconnected from the crimper,

• Includes knives for cutting wires and stripping 
insulation from flat cables.

RJ-11, RJ-12, RJ-14, RJ-45 
connector crimping tool with tester

NT-0204
• Devoted to crimping cables terminated with 

RJ-11, RJ-12, RJ-45 connectors,
• Built-in insulation stripper,
• Special ratchet mechanism to prevent 

insufficient pressure applied on connectors.

Pass through RJ-11, RJ-12, RJ-14, 
RJ-45 connector crimping tool

NT-0301
Contains:
• LSA-insertion tool with Krone blade,
• Universal stripping tool for UTP, FTP,
• SFTP, TEL wiring,
• Universal crimping tool: 8p (RJ-45-8P8C),
• Cable tester RJ-45, RJ-12, RJ-11, coaxial,
• Cable tester RJ-45, RJ-12, RJ-11 with cable 

pair identifier.

Professional network toolkit

Crimping tools

116 117|    www.lanberg.pl/en  www.lanberg.pl/en    |



NT-0403
• Dedicated to verifying the efficiency 

of network cables,
• RJ-11/RJ-45 adapters included.

RJ-11, RJ-45, USB, BNC, 
COAXIAL cable tester

NT-0404
• Able to check the correct cable pin configuration 

of Ethernet 10Base-T, 10Base-2, modular RJ-11, 
RJ-45, 258A, TIA 568A/568B and Token Ring 
wires,

• Verification of the test status of the cable and 
confirm the correct operation,

• Grounding control,
• Scan mode selection - automatic or manual.

LAN, POE, RJ-11, RJ-45, 
COAXIAL cable tester

NT-0302
Contains:
• Universal crimping tool for crimping & cutting 

wires with RJ-11/12/45 connectors,
• Universal stripping tool for UTP/STP network 

cables,
• Cable tester for ICT wires with RJ-45, RJ-11 

connectors,
• LSA-Insertion tool.

Universal network toolkit

NT-0303
Contains:
• Universal crimping tool for crimping & cutting 

wires with RJ-11, RJ-12, RJ-45 connectors,
• Universal stripping tool for cables,
• UTP RJ-45 connectors,
• FTP RJ-45 connectors.

Universal network toolkit 
with RJ-45 connectors

NT-0401 / NT-0402
• Dedicated to measuring the continuity of 

network cabling and LAN connections along 
with the detection of possible problems with 
short-circuits or miswired pairs,

• Verification of each conductor pair 
separately using 2 different speed modes,

• Evaluation of the correct shield connection 
to the modular plug, when validating the 
shielded network cabling. 

Universal RJ-45 / RJ-11 / 
RJ-12 cable tester

NT-0501
•  Dedicated to verification and identification of 

wires and their condition,
• Allows measuring and testing the continuity of 

wires,
• Available features: testing of open-circuits or 

short-circuits, DC level, automatic and quick 
wire scan.

Cable tester with wire
pair identifier

Network tool kits Cable testers
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 NT-0502
•  Able to locate non-live cables,
• Adjustable sensitivity for identification of a 

single conductor,
• Audio and visual indicator,
• Option to automatically switch the device 

off after 30 minutes.

Multifunction cable locator

NT-0803
• Ball end for easy unscrewing, at an angle, in 

hard-to-reach places,
• Set contains 9 keys with the dimensions: 

- 1,5mm - len 75mm, 
- 2,0mm - len 85mm, 
- 2,5mm - len 90mm, 
- 3,0mm - len 100mm, 
- 4,0mm - len 110mm,

9 pcs. long hex key set

  - 5,0mm - len 125mm,
  - 6,0mm - len 140mm,
  - 8,0mm - len 155mm,
  - 10,0mm - len 170mm.

NT-0801
• Non-slip plastic handle for reliable grip,
• Set contains 6 Phillips screwdrivers with the 

dimensions. 
- 4,0mm – len 50mm, 
- 2,5mm – len 75mm, 
- 5,0mm – len 80mm, 
- 4,0mm – len 100mm, 
- 5,5mm – len 125mm, 
- 6,5mm – len 150mm.

Phillips magnetic screwdriver
set 6 pcs.

NT-0802
• Magnetized tips,
• Made of CrV chrome-vanadium steel,
• Set contains: 

- 4 Phillips screwdrivers, 
- 4 flat screwdrivers. 

Magnetic screwdriver
set 8 pcs.

NT-0804
• Magnetized tips,
• Reinforced, chrome-plated steel,
• Rubber handles,
• Set includes: 

- Holder, 
- 4 Phillips screwdrivers, 
- 4 flat screwdrivers, 
- 8 precision screwdrivers, 
- 33 bits.

Screwdriver and bit set 
with magnetizer 50 pcs.

NT-0805
•  Magnetized tips,
• Reinforced, chrome-plated steel,
• Rubber handles,
• Set includes: 

- Holder, 
- 16 screwdrivers, 
- 10 bits, 
- 17 hex keys.

Screwdriver, hex key 
and bit set 44 pcs.

Cable locator, screwdriver and hex key sets Screwdriver and hex key sets

120 121|    www.lanberg.pl/en  www.lanberg.pl/en    |



AK-1505-B 
• Allows temperature regulation in server 

cabinets by controlling the power supply for 
cooling equipment/ to support airflow,

• NO (normally open) contact,
• Made of high-quality plastic, UL 94 V-0 

flammability class,
• Equipped with a removable mounting ear, 

rackmount compatible.

Closed-loop rackmount 
thermostat 10A, black

AK-1505-S 
• Allows temperature regulation in server 

cabinets by controlling the power supply for 
cooling equipment/ to support airflow,

• NO (normally open) contact,
• Made of high-quality plastic, UL 94 V-0 

flammability class,
• Equipped with a removable mounting ear, 

rackmount compatible.

Closed-loop rackmount 
thermostat 10A, grey

NT-0807
•  Ratchet screwdriver, with interchangeable bits,
• Equipped with a right/left/block switch,
• Made of CrV chrome-vanadium steel,
• Ergonomic rubber non-slip handle, 
• 19 bits and adapter included.

T-type ratchet screwdriver, 
19 bits and adapter set

NT-0809
•  Angled ratchet screwdriver with replaceable 

batteries,
• Equipped with a switch - right/left/block,
• Made of CrV chrome-vanadium steel,
• Ergonomic rubber non-slip handle,
• 6 sockets and 6 bits included.

Angled ratchet screwdriver, 
6 sockets and 6 bits set  

Ratchet screwdriver sets Thermostats 
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Network interface 
cards (NIC)



Network interface adapters and related accessories

Product description:

• 1: RJ-45 male,

• 2: 2 x RJ-45 female,

• Supports speeds up to 100 Mb/s,

• Fast Ethernet standard,

• Available cable length: 20 cm,

• Packaging: string bag.

LAN SPLITTER RJ45 T0 2X RJ45 FTP
AD-0026-S

Product description:

• Interface: PCI Express 1x,

• Chipset: Broadcom BCM5751,

• Data transfer speed: Gigabit Ethernet, 

up to 1000MB/s,

• Compatible with Wake-on-LAN (WoL) feature,

• Supports IEEE 802.3x Full-Duplex Flow Control,

• Low profile bracket included,

• Plug and Play.

GIGABIT ETHERNET NETWORK INTERFACE ADAPTER
PCE-1GB-001

Product description:

• Interface: PCI,

• Chipset: Realtek RTL8139D,

• Data transfer speed: Fast Ethernet, up to 100Mb/s,

• Compatible with Wake-on-LAN and related 

(Magic Packet, LinkChg Microsoft® wake-up 

frame) features,

• Supports IEEE 802.3x Full-Duplex Flow Control,

• Low profile bracket included,

• Plug and Play.

FAST ETHERNET NETWORK INTERFACE ADAPTER
PCI-100-001
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Product description:

• 1: USB-A 3.1 male,

• 2: external detachable 3dBi antenna,

• Data transmission up to 150Mb/s,

• Supports IEEE 802.11 b/e/g/i/n,

• Channel support: 2.412 GHz ~ 2.484 GHz,

• Transmission streams: 1T1R.

Product description:

• 1: USB-A 2.0 male,

• 2: external, detachable 5dBi antenna,

• 3: internal 2dBi antenna,

• Data transmission up to 300Mb/s,

• Supports IEEE 802.11 b / e / g / i / k / n,

• Channel support: 2.412 GHz ~ 2.484 GHz,

• Transmission streams: 2T2R.

USB TYPE-A WIRELESS LAN ADAPTER WITH EXTERNAL ANTENNA 
NC-0150-WE

USB TYPE-A WIRELESS LAN ADAPTER WITH EXT. & INT. ANTENNAS 
NC-0300-WIE

Product description:

• 1: 2x USB-A, male,

• 2: 2x external, detachable 6dBi antennas,

• Data transfer rate: up to 1167Mb/s in total,

• Supports IEEE 802.11 a/b/e/g/i/k/n/ac,

• Channel support: 2.412 GHz ~ 2.484 GHz, 

5.180 GHz ~ 5.330 GHz, 5.490 GHz ~ 5.825 GHz,

• Transmission streams: 2T2R.

Wireless LAN adapters

USB TYPE-A WIRELESS LAN ADAPTER WITH EXTERNAL ANTENNAS 
NC-1200-WE

Wireless LAN adapters

Product description:

• 1: USB-A 3.0 male,

• 2: 2 x internal 2dBi antennas: 2.4GHz and 5GHz,

• Data transfer rate: up to 1167Mb/s in total,

• Supports IEEE 802.11 a/b/g/i/k/n/ac,

• Channel support: 2.412 GHz ~ 2.484 GHz +  

5.170 GHz ~ 5.330 GHz + 5.490 GHz ~ 5.710 GHz,

• Transmission streams: 2T2R.

USB TYPE-A WIRELESS LAN ADAPTER WITH INTERNAL ANTENNAS 
NC-1200-WI

Product description:

• 1: USB-A 2.0 male,

• 2: 2 x internal 2dBi antennas,

• Data transfer rate: up to 300Mb/s,

• Supports IEEE 802.11 b/e/g/i/k/n,

• Channel support: 2.412 GHz ~ 2.484 GHz,

• Transmission streams: 2T2R.

USB TYPE-A WIRELESS LAN ADAPTER WITH INTERNAL ANTENNAS 
NC-0300-WI

Product description:

• 1: USB 2.0 male,

• 2: internal 2dBi antenna,

• Data transmission up to 150Mb/s,

• Supports IEEE 802.11 b/e/g/i/n,

• Channel support: 2.412 GHz ~ 2.484 GHz,

• Transmission streams: 1T1R.

USB TYPE-A WIRELESS LAN ADAPTER WITH INTERNAL ANTENNA 
NC-0150-WI
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Lorem ipsum dolor sit amet, consectetur adipiscing elit.

Product description:

• 1: USB-A 3.0 male,

• 2: RJ-45 female,

• RTL8153 chipset,

• Data transmission up to 1000Mb/s, 

Gigabit Ethernet standard,

• Supports Wake on Lan (WoL) feature,

• Available cable length: 0.15m,

• Plug and Play.

Product description:

• 1: USB-C 3.1 male,

• 2: RJ-45 female,

• RTL8153 chipset,

• Data transmission up to 1000Mb/s, 

Gigabit Ethernet standard,

• Supports Wake on Lan (WoL) feature,

• Available cable length: 0.15m,

• Plug and Play.

USB Network interface adapters

USB TYPE-A TO RJ-45 GIGABIT ETHERNET ADAPTER 
NC-1000-01

USB TYPE-C TO RJ-45 GIGABIT ETHERNET ADAPTER 
NC-1000-02

Product description:

• 1: USB-A 2.0 male,

• 2: RJ-45 female,

• RTL8152B chipset,

• Supports Wake on Lan (WoL) feature,

• Data transmission up to 100Mb/s, 

Fast Ethernet standard,

• Available cable length: 0.15m,

• Plug and Play.

USB TYPE-A TO RJ-45 FAST ETHERNET ADAPTER 
NC-0100-01
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Desktop switches



Product description:

• 8x Port LAN RJ-45 10/100Mb/s or 10 / 100 / 

1000Mb/s*; auto-negotiation, auto-MDI-MDIX,

• Switch Processing Scheme: Store-and-Forward,

• Przepustowość matrycy 1.6Gbps/16Gbps,

• MAC address table: 1000/2000,

• Compact size,

• Efficient, passive cooling.

DSP1-0108 / DSP1-1008 / DSP2-1008-12V

12 V

8-port switches

UNMANAGED 8-PORT DESKTOP SWITCH

Device features:

• 10/100 Mb/s or 10/100/1000Mb/s *support on 8 x RJ-45 ports, with auto-negotiation and auto MDI-MDIX,

• Compliance with IEEE – 802.3i, 802.3x, 802.3u,

• Auto-learning, auto-aging MAC address table,

• Black, desktop type case, with possibility of wall-mounting,

• Passive cooling ensures quiet device operation,

• LEDs for power and link activity indication,

• Plug & Play, product configuration is not required.

*Depends on the chosen desktop switch model

Product description:

• 5x Port LAN RJ-45 10/100Mb/s or 10 / 100 / 1000Mb/s*; 

auto-negotiation, auto-MDI-MDIX,

• Switch Processing Scheme: Store-and-Forward,

• Switch Fabric: 1Gbps/10Gbps,

• MAC address table: 1000/2000,

• Compact size,

• Efficient, passive cooling.

DSP1-0105 / DSP1-1005 / DSP2-1005-12V

12 V

5-port switches

UNMANAGED 5-PORT DESKTOP SWITCH

Device features:

• 10/100 Mb/s or 10/100/1000Mb/s *support on 5 x RJ-45 ports, with auto-negotiation and auto MDI-MDIX,

• Compliance with IEEE – 802.3i, 802.3x, 802.3u,

• Auto-learning, auto-aging MAC address table,

• Black, desktop type case, with possibility of wall-mounting,

• Passive cooling ensures quiet device operation,

• LEDs for power and link activity indication,

• Plug & Play, product configuration is not required.
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PoE/PoE+ 16/24-port switches

Product Description:

• 16port LAN RJ45 10/100/1000 Mbps 
• Bandwidth: 32Gbps 
• Effective passive cooling 
• Size 1U, for 10” and 19” rack cabinets 
• Power: 9.6W 
• MAC address table: 8K 
• Port Specifications: 16x 1000BASE-T, 16x 100BASE-TX 
• Operation signaling: LEDs 
• Power consumption: 9.6W

Product Description:

• Housing type : 19” rack, 1U 
• Network connectivity type: Ethernet, Fiber 
• PoE budget: 150W / 250W* 
• Maximum power per port: 30W 
• 16x PoE+ ports (Fast Ethernet) 
• 2x UPLINK port (ComboGigabit) 
• 2x SFP UPLINK fiber port (ComboGigabit) 
• Bandwidth: 7.2Gbps 
• Intelligent POE port disconnection function

Product Description:

• 24port LAN RJ45 10/100/1000 Mbps 
• Bandwidth: 48Gbps 
• Effective passive cooling 
• Size 1U, 19” 
• Power: 9.6W 
• MAC address table: 8K 
• Port Specifications: 24x 1000BASE-T, 16x 100BASE-TX 
• Operation signaling: LEDs 
• Power consumption: 13.47W

Product Description:

• Housing type : 19” rack, 1U 
• Network connectivity type: Ethernet, Fiber 
• PoE budget: 360W 
• Maximum power per port: 30W 
• 24x PoE+ ports (Fast Ethernet) 
• 2x UPLINK port (ComboGigabit) 
• 2x SFP UPLINK fiber port (ComboGigabit) 
• Bandwidth: 8.8Gbps 
• Intelligent POE port disconnection function

Device Features:

• Supports 10/100/1000 Mbps bandwidth on 16/24 RJ-45 ports, with auto speed negotiation features 
• Compatibility with standards: Gigabit Ethernet, IEEE 802.3ab 1000Base-T, IEEE 802.3i 10Base-T, IEEE 802.3u 

100BaseTX, IEEE 802.3x (Flow-Control) 
• Each kit includes a set of mounting brackets (mounting ears) that allow the switch to be mounted in a 10” or 19” rack, 

1U telecom height 
• LEDs to monitor power status and activity of the RJ-45 port 
• Plug&Play function, no need of any configuration 
• Switch has a function “EXTEND up to 250m”. - which means that the product can operate at a maximum distance of 

250m with data transmission (max 10Mbps) 
• VLAN - function that allows separation of all ports from each other, while allowing transmission of each port only 

with UPLINK ports

Device Features:

• 10/100/1000 Mbps bandwidth support on 16 RJ-45 ports, with auto-negotiation speed features - Switch features 
“EXTEND up to 250m” - which means that the product can operate at a maximum distance of 250m with data 
transmission (max 10Mbps) 

• VLAN - function allowing separation of all ports from each other, while allowing transmission of each port only with 
UPLINK ports 

• LEDs to monitor power status and activity of each RJ-45 port 
• Plug&Play function, no need of any configuration 
• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19” rack, 1U telecom Height 
• Compatibility with standards: IEEE 802.3af PoE, IEEE 802.3at PoE+, IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control)

Device Features:

• Supports 10/100/1000 Mbps bandwidth on 16/24 RJ-45 ports, with auto speed negotiation features 
• Compatibility with standards: Gigabit Ethernet, IEEE 802.3ab 1000Base-T, IEEE 802.3i 10Base-T, IEEE 802.3u 

100BaseTX, IEEE 802.3x (Flow-Control) 
• Each kit includes a set of mounting brackets (mounting ears) that allow the switch to be mounted in a 10” or 19” rack, 

1U telecom height
• LEDs to monitor power status and activity of the RJ-45 port 
• Plug&Play function, no need of any configuration 
• Switch has a function “EXTEND up to 250m”. - which means that the product can operate at a maximum distance of 

250m with data transmission (max 10Mbps) 
• VLAN - function that allows separation of all ports from each other, while allowing transmission of each port only 

with UPLINK ports

Device Features:

• The switch has “EXTEND up to 250m” function. - which means that the product can operate at a maximum distance of 
250m with data transmission (max 10Mbps) 

• VLAN - function enabling separation of all ports from each other, at the same time allowing transmission of each port 
only with UPLINK ports 

• LEDs to monitor power status and activity of each RJ-45 port
• Plug&Play function, no need of any configuration 
• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19” rack, 1U telecom Height 
• Compatibility with standards: IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, IEEE 802.3z 1000Base-LX/SX

UNMANAGED 16-PORT SWITCH UNMANAGED 16-PORT POE/POE+ SWITCH

UNMANAGED 24-PORT SWITCH UNMANAGED 24-PORT POE/POE+ SWITCH

RSGE-16 RSFE-16P-2C-150 / RSFE-16P-2C-250

RSGE-24 RSFE-24P-2C-360

16/24-port switches
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PoE/PoE+ 24-port switches

Product Description:

• Housing type : 19” rack, 1U 
• Network connectivity type: Ethernet
• PoE budget: 60W 
• Maximum power per port: 30W 
• Port Specifications: 2x 100BASE-TX, 4x 100BASE-T PoE+ 
• Bandwidth: 1.2 Gbps 
• Intelligent POE port disconnection function 
• Size 1U, for 10” and 19” racks

Product Description:

• Maximum internet speed: 1000 Mbps 
• Housing type : 19” rack, 1U 
• Network link type: Ethernet, Fiber
• PoE budget: 360W / 250W 
• Maximum power per port: 30W 
• 24x 1000BASE-TX 802.3af/802.3at PoE+, 2x 

1000BASE-X SFP 
• Bandwidth: 52Gbps 
• Intelligent POE port disconnection function

Product Description:

• Housing type : 19” rack, 1U 
• Network connectivity type: Ethernet 
• PoE budget: 120W
• Maximum power per port: 30W 
• Port Specifications: 2x 1000BASE-T, 8x 100BASE-T PoE+ 
• Bandwidth: 5.6 Gbps 
• Intelligent POE port disconnection function 
• Size 1U, for 10” and 19” racks

Product Description:

• Maximum internet speed: 1000 Mbps 
• Housing type : 19” rack, 1U 
• Network link type: Ethernet, Fiber 
• PoE budget: 250W 
• Maximum power per port: 30W
• 24x 1000BASE-TX 802.3af/802.3at PoE+, 2x 

1000BASE-T, 1x 1000BASE-X SFP 
• Bandwidth: 8.8Gbps 
• Intelligent POE port disconnection function

Device Features:

• Maximum network connection speed of 100Mbps 
• The switch has the “EXTEND up to 250m” function which means that the product can operate at a maximum distance 

of 250m with data transmission (max 10Mbps) 
• VLAN function enabling separation of all ports from each other, at the same time allowing transmission of each port 

only with UPLINK type ports 
• LEDs to monitor power status and activity of each RJ-45 port 
• Plug&Play function, no need of any configuration 
• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19 “and 10” RACK rack, 1U 

telecom Height 
• Compatibility with standards: IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, IEEE 802.3x (Flow-Control), IEEE 

802.3af PoE, IEEE 802.3at PoE+

Device Features:

• The switch features “EXTEND up to 250m” which means that the product can operate at a maximum distance of 250m 
with data transmission (max 10Mbps) 

• VLAN function enabling separation of all ports from each other, at the same time allowing transmission of each port 
only with UPLINK ports

• LEDs to monitor power status and activity of the RJ-45 port Plug&Play function, no need for any configuration of the 
device

• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19” rack, 1U telecom Height 
• Compatibility with standards: IEEE 802.3af PoE, IEEE 802.3at PoE+, IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control), IEEE 802.3z 1000Base-LX/SX

Device Features:

• The switch has “EXTEND up to 250m” function. which means that the product can operate at a maximum distance of 
250m with data transmission (max 10Mbps) 

• VLAN function allowing separation of all ports from each other, while allowing transmission of each port only with 
UPLINK ports.

• LEDs to monitor power status and activity of each RJ-45 port
• Plug&Play function, no need of any configuration 
• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19 “and 10” RACK rack, 1U 

telecom Height 
• Compatibility with standards: IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, IEEE 802.3x (Flow-Control), IEEE 

802.3af PoE, IEEE 802.3at PoE+

Device Features:

• The switch has “EXTEND up to 250m” function. which means that the product can operate at a maximum distance of 
250m with data transmission (max 10Mbps) 

• VLAN function allowing separation of all ports from each other, while allowing transmission of each port only with 
UPLINK ports. 

• LEDs to monitor power status and activity of each RJ-45 port 
• Plug&Play function, no need of any configuration 
• Each set includes a set of mounts (mounting ears) that allow the switch to be mounted in a 19” rack, 1U telecom Height 
• Compatibility with standards: IEEE 802.3af PoE, IEEE 802.3at PoE+, IEEE 802.3i 10Base-T, IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control), IEEE 802.3z 1000Base-LX/SX

UNMANAGED POE/POE+ 4-PORT SWITCH UNMANAGED 24-PORT POE/POE+ SWITCH

UNMANAGED POE/POE+ 8-PORT SWITCH UNMANAGED 24-PORT POE/POE+ SWITCH

RSFE-4P-2FE-60 RSGE-24P-2S-250 / RSGE-24P-2S-360

RSFE-8P-2GE-120 RSFE-24P-1GE1C-250

PoE/PoE+ 4/8-port switches
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Model DSP1-0105 DSP1-1005 DSP2-1005-12V

Ethernet ports 5* LAN RJ-45 port 10/100Mb/s; auto-negotiation, auto MDI-MDIX
5* LAN RJ-45 port 10/100/1000Mb/s; auto-negotiation, auto 

MDI-MDIX
5* LAN RJ-45 port 10/100/1000Mb/s; auto-negotiation, auto 

MDI-MDIX

Data transfer rate
Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 

Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex)

Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 
Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex) 

Gigabit Ethernet: 1000Mb/s (Half-Duplex), 2000Mb/s (Full-Duplex)

Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 
Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex) 

Gigabit Ethernet: 1000Mb/s (Half-Duplex), 2000Mb/s (Full Duplex)

Chipset Realtek: RTL8305NB Realtek: RTL8367 MediaTek: MT7530D

Switching bandwidth 1Gb/s 10Gb/s 10Gb/s

MAC address table 1K; auto-learning, auto-aging 2K; auto-learning, auto-aging 2K; auto-learning, auto-aging

Switch processing scheme Store and Forward Store and Forward Store and Forward

Protocols CSMA/CD CSMA/CD CSMA/CD

Ethernet standards IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3x Flow-Control
IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3ab 

1000BASE-T; IEEE 802.3x Flow Control
IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3ab 

1000BASE-T; IEEE 802.3xFlow-Control 

Frame filter / forward rate
Ethernet: 14880 pps / port

Fast Ethernet: 148800 pps / port

Ethernet: 14880 pps / port 
Fast Ethernet: 148800 pps / port 

Gigabit Ethernet: 1488000 pps / port

Ethernet: 14880 pps / port 
Fast Ethernet: 148800 pps / port 

Gigabit Ethernet: 1488000 pps / port

Cooling Passive Passive Passive

Power
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 2.15W; 

Output: DC 5V, 1.0A)
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 

2.15W; Output: DC 5V, 1.0A)
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 

2.64W; Output: DC 12V, 0.5A)

LED Power, each LAN port (Link / Act) Power, each LAN port (Link / Act) Power, each LAN port (Link / Act)

Storage temperature -20°-60°C -20°-60°C -20°-60°C

Operating temperature 0°-40°C 0°-40°C 0°-40°C

Dimensions (L x W x H) 82 x 52 x 22 mm 82 x 52 x 22 mm 93 x 65,7 x 22,3 mm

Technical specification Technical specification

140 141|    www.lanberg.pl/en  www.lanberg.pl/en    |



Model DSP1-0108 DSP1-1008 DSP2-1008-12V

Ethernet ports 8* LAN RJ-45 port 10/100Mb/s; auto-negotiation, auto MDI-MDIX
8* LAN RJ-45 port 10/100/1000Mb/s; auto-negotiation, auto 

MDI-MDIX
8* LAN RJ-45 port 10/100/1000Mb/s; auto-negotiation, auto 

MDI-MDIX

Data transfer rate
Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 

Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex)

Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 
Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex) 

Gigabit Ethernet: 1000Mb/s (Half-Duplex), 2000Mb/s (Full-Duplex)

Ethernet: 10Mb/s (Half-Duplex), 20Mb/s (Full Duplex) 
Fast Ethernet: 100Mb/s (Half-Duplex), 200Mb/s (Full-Duplex) 

Gigabit Ethernet: 1000Mb/s (Half-Duplex), 2000Mb/s (Full-Duplex)

Chipset Realtek: RTL8309N Realtek: RTL8370N-VB Realtek: RTL8370N-VB

Switching bandwidth 1.6Gb/s 16Gb/s 16Gb/s

MAC address table 1K; auto-learning, auto-aging 4K; auto-learning, auto-aging 4K; auto-learning, auto-aging

Switch processing scheme Store and Forward Store and Forward Store and Forward

Protocols CSMA/CD CSMA/CD CSMA/CD

Ethernet standards IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3x Flow-Control
IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3ab 

1000BASE-T; IEEE 802.3xFlow-Control
IEEE 802.3i 10BASE-T; IEEE 802.3u 100BASE-TX; IEEE 802.3ab 

1000BASE-T; IEEE 802.3xFlow-Control 

Frame filter / forward rate Ethernet: 14880 pps / port Fast Ethernet: 148800 pps / port
Ethernet: 14880 pps / port 

Fast Ethernet: 148800 pps / port 
Gigabit Ethernet: 1488000 pps / port

Ethernet: 14880 pps / port 
Fast Ethernet: 148800 pps / port 

Gigabit Ethernet: 1488000 pps / port

Cooling Passive Passive Passive

Power
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 2.15W; 

Output: DC 5V, 1.0A)
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 2.15W; 

Output: DC 5V, 1.0A)
External adapter (Input: AC 100-240V, 50/60Hz, 0.3A, max. 4.53W; 

Output: DC 12V, 0.5A)

LED Power, each LAN port (Link / Act) Power, each LAN port (Link / Act) Power, each LAN port (Link / Act)

Storage temperature -20°-60°C -20°-60°C -20°-60°C

Operating temperature 0°-40°C 0°-40°C 0°-40°C

Dimensions (L x W x H) 124 x 59 x 23 mm 124 x 59 x 23 mm 137 x 89 x 28 mm

Technical specificationTechnical specification
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Model RSGE-16
Number of Ethernet ports 16

Ports specification 16x 1000BASE-T, 16x 100BASE-TX

Maxiumum network link speed 1 Gbps

Network Link Type Ethernet

Management Unmanaged

Size 10", 19"

Specialized Industrial, Rack

Type of casing Rack

Weatherproof rating IP20

PoE support No

Buffer 4.1 Mbit

Power 9.6 W

Bandwith 32 Gbps

MAC address table 8K

Cooling Vents, Passive

Wired standards

Gigabit Ethernet,
IEEE 802.3ab 1000Base-T, 

IEEE 802.3i 10Base-T, 
IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control)

Power Requirements 100~240V AC

Power consumption 9.6 W

Work signal LED

Material Metal

Software No

ICT Height 1 U

Length 200 mm

Width 118 mm

Height 44 mm

Weight 0.84 kg

Environment temperature -20 - 70 °C

Environment humidity 5 - 95 %

Required amount of screws 4

Model RSGE-24
Number of Ethernet ports 24

Ports specification 24x 1000BASE-T, 24x RJ45 100BASE-TX

Maxiumum network link speed 1 Gbps

Network Link Type Ethernet

Management Unmanaged

Size 19"

Specialized Industrial, Rack

Type of casing Rack

Weatherproof rating IP20

PoE support No

Buffer 4.1 Mbit

Power 13.47 W

Bandwith 48 Gbps

MAC address table 8K

Cooling Vents, Passive

Wired standards

Gigabit Ethernet, 
IEEE 802.3ab 1000Base-T, 

IEEE 802.3i 10Base-T, 
IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control)

Power Requirements 100~240V AC

Power consumption 13.47 W

Work signal LED

Material Metal

Software No

ICT Height 1 U

Length 282 mm

Width 178 mm

Height 44 mm

Weight 1.4 kg

Environment temperature -20 - 70 °C

Environment humidity 5 - 95 %

Required amount of screws 4

Technical specificationTechnical specification

144 145|    www.lanberg.pl/en  www.lanberg.pl/en    |



Model RSFE-16P-2C-150
Number of Ethernet ports 18

Number of fiber ports 2

Number of POE ports 16

Ports specification 16x 100BASE-T 802.3af / 802.3at PoE+

Maxiumum network link speed 1000 Mbps

Network Link Type Ethernet, Fiber

Management Unmanaged

Number of LAN ports 18

Size 19"

Number of ports 2x 1GB BASE-T, LAN - 100MB X16

Specialized Industrial, Rack, Indoor

Type of casing Rack, Rack 19", Rack 1U

Weatherproof rating IP20

PoE support Yes

PoE standards 802.3af, 802.3at

PoE power supply type PoE, PoE+

Total budget for PoE 150 W

Maximum power per port 30 W

Buffer 4 Mbit

Bandwith 7.2 Gbps

Power 150 W

MAC address table 16K

Cooling Vents, Passive

Wired standards

IEEE 802.3af PoE, 
IEEE 802.3at PoE+, 

IEEE 802.3i 10Base-T, 
IEEE 802.3u 100Base-TX, 

IEEE 802.3x (Flow-Control)

Power Requirements 100~240V AC

Power consumption 150 W

Work signal LED

Material Metal

ICT Height 1 U

Length x Width x Height 208 x 320 x 45 mm

Weight 1.9 kg

Environment temperature 5 - 55 °C

Environment humidity 0 - 80 %

Required amount of screws 4

Connectors RJ-45, SFP

Power supply Mains (230V)

RSFE-16P-2C-250 RSFE-24P-2C-360
18 26

2 2

16 24

16x 100BASE-T 802.3af / 802.3at PoE+ 24x 100BASE-T 802.3af/802.3at PoE+

1000 Mbps 1000 Mbps

Ethernet, Fiber Ethernet, Fiber

- Unmanaged

18 -

19" 19"

- -

Industrial, Rack, Indoor Industrial, Rack, Indoor

Rack, Rack 19", Rack 1U Rack, Rack 19", Rack 1U

IP20 IP20

Yes Yes

802.3af, 802.3at 802.3af, 802.3at

PoE, PoE+ PoE, PoE+

250 W 360 W

30 W 30 W

4 Mbit 4 Mbit

7.2 Gbps 8.8 Gbps

- -

16K 16K

Vents, Passive Vents, Passive

IEEE 802.3af PoE
IEEE 802.3at PoE+

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3z 1000Base-LX/SX

100~240V AC 100~240V AC

250 W 370 W

LED LED

Metal Metal

1 U 1 U

208 x 320 x 45 mm 207 x 440 x 45 mm

1.9 kg 2.45 kg

5 - 55 °C 5 - 55 °C

0 - 80 % 0 - 80 %

4 4

RJ-45 , SFP RJ-45 , SFP

Mains (230V) Mains (230V)

Technical specificationTechnical specification
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Model RSFE-4P-2FE-60
Number of ports LAN - 100MB X6

Number of Ethernet ports 6

Number of POE ports 4

Ports specification
2x 100BASE-TX

4x 100BASE-T PoE+

Maxiumum network link speed 100 Mbps

Network Link Type Ethernet

Management Unmanaged

Size
10"
19"

Specialized Rack

Type of casing Rack

Weatherproof rating IP20

PoE support Yes

PoE standards 802.3af, 802.3at

PoE power supply type PoE, PoE+

Total budget for PoE 60 W

Maximum power per port 30 W

Buffer 0.4 Mbit

Bandwith 1.2 Gbps

MAC address table 1K

Cooling Vents, Passive

Wired standards

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)
IEEE 802.3af PoE

IEEE 802.3at PoE+

Power Requirements 100~240V AC

Power consumption 65 W

Work signal LED

Material Metal

Software No

ICT Height 1 U

Length 118 mm

Width 200 mm

Height 44.45 mm

Weight 0.73 kg

Environment temperature -40 - 70 °C

Environment humidity 0 - 85 %

Required amount of screws 4

Model RSFE-8P-2GE-120
Number of Ethernet ports LAN - 100MB X8, LAN - 1GB X2

Number of ports 6

Number of POE ports 8

Ports specification
2x 1000BASE-T

8x 100BASE-T PoE+

Maxiumum network link speed 1 Gbps

Network Link Type Ethernet

Management Unmanaged

Size
10"
19"

Specialized Industrial, Rack

Type of casing Rack

Weatherproof rating IP20

PoE support Yes

PoE standards 802.3af, 802.3at

PoE power supply type PoE, PoE+

Total budget for PoE 120 W

Maximum power per port 30 W

Buffer 0.4 Mbit

Bandwith 5.6 Gbps

MAC address table 2K

Cooling Vents, Passive

Wired standards

Gigabit Ethernet
IEEE 802.3ab 1000Base-T

IEEE 802.3af PoE
IEEE 802.3at PoE+

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)

Power Requirements 100~240V AC

Power consumption 126 W

Work signal LED

Material Metal

Software No

ICT Height 1 U

Length 118 mm

Width 200 mm

Height 44.45 mm

Weight 0.84 kg

Environment temperature -40 - 70 °C

Environment humidity 0 - 85 %

Required amount of screws 4

Technical specificationTechnical specification
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Model RSGE-24P-2S-250
Number of Ethernet ports 24

Number of fiber ports 2

Number of POE ports 24

Ports specification
24x 1000BASE-TX 802.3af/802.3at PoE+

2x 1000BASE-X SFP

Maxiumum network link speed 1000 Mbps

Network Link Type Ethernet, Fiber

Management Unmanaged

Size 19"

Specialized Industrial, Rack, Indoor

Type of casing Rack

Weatherproof rating IP20

PoE support Yes

PoE standards
802.3af
802.3at

PoE power supply type
PoE

PoE+

Total budget for PoE 250 W

Maximum power per port 30 W

Bandwith 52 Gbps

MAC address table 16K

Cooling Vents, Passive

Wired standards

IEEE 802.3af PoE
IEEE 802.3at PoE+

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)
IEEE 802.3z 1000Base-LX/SX

Power Requirements 100~240V AC

Work signal LED

Material Metal

ICT Height 1 U

Weight 2.5 kg

Environment temperature 5 - 55 °C

Environment humidity 0 - 80 %

Required amount of screws 4

RSGE-24P-2S-360 RSFE-24P-1GE1C-250

24 26

2 1

24 24

24x 1000BASE-TX 802.3af/802.3at PoE+
2x 1000BASE-X SFP

24x 100BASE-T 802.3af/802.3at PoE+

1000 Mbps 1000 Mbps

Ethernet, Fiber Ethernet, Fiber

Unmanaged Unmanaged

19" 19"

Industrial, Rack, Indoor Industrial, Rack, Indoor

Rack Rack, Rack 19", Rack 1U

IP20 IP20

Yes Yes

802.3af
802.3at

802.3af
802.3at

PoE
PoE+

PoE
PoE+

360 W 250 W

30 W 30 W

52 Gbps 8.8 Gbps

16K 16K

Vents, Passive Vents, Passive

IEEE 802.3af PoE
IEEE 802.3at PoE+

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)
IEEE 802.3z 1000Base-LX/SX

IEEE 802.3af PoE
IEEE 802.3at PoE+

IEEE 802.3i 10Base-T
IEEE 802.3u 100Base-TX

IEEE 802.3x (Flow-Control)
IEEE 802.3z 1000Base-LX/SX

100~240V AC 100~240V AC

LED LED

Metal Metal

1 U 1 U

3.8 kg 2.45 kg

5 - 55 °C 5 - 55 °C

0 - 80 % 0 - 80 %

4 4

Technical specificationTechnical specification
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Surveillance kits



4-channel Wi-Fi surveillance kit 

DEPENDABILITY AND SAFETY WITH 
EASY-TO-USE LANBERG’S SURVEILLANCE
Lanberg’s Wi-Fi surveillance system translates into a greater

level of security and control over your home or workplace.

The ability of remotely viewing the feed from cameras using 

the app on smartphones, extremely simple and intuitive 

maintenance of devices, fast installation, broad scope of 

possibilities for IP camera operation management, excellent 

quality of video footage and durability of products - it is a 

guarantee of a safer home.

ACCESS TO MULTIPLE CAMERAS 
SIMULTANEOUSLY
Surveillance solutions of Lanberg brand facilitate the 

possibility of observing feed from all IP cameras, at the 

same time on a split-screen.

What is essential, this feature works both, when viewing 

footage through TVs or PCs, but also when using the 

complementary App on smartphones, enabling us to 

remotely examine what is going on our property, from any 

location.

WATERPROOF CAMERAS AND NIGHT 
VISION UP TO 25M 

Lanberg’s cameras are equipped with robust and 

waterproof IP66 housing, which means high resistance 

to severe weather conditions such as rain, ensuring 

continuous and trouble-free recording.

Due to the use of 6 IR LEDs, cameras can record images at 

night, effective up to 25 meters.

FREE OF CHARGE SMARTPHONE APP

Remote preview from IP cameras, ability to play recordings, 

display notifications; all this gives the user control over what 

is happening inside/outside the house during his absence. 

Complementary IP-Pro App, compatible with Android and 

iOS mobile devices, is a convenient tool and a greater sense 

of security.

4-channel Wi-Fi surveillance kit

Surveillance kit includes:

• 4-channel IP Network video recorder (NVR),

• 4 IP cameras with 1.3MP/2MP Full HD 

1080p image resolution,

• Mounting accessories for cameras, HDD,

• Network and power cables.

4-CHANNEL IP NVR WI-FI + 4 IP WI-FI CAMERAS 

ICS-0404-0020

SMART ACCESS WATERPROOF

4 CHANNEL

4 CH

NIGHT VISIO N
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8-channel surveillance 

VIDEO FOOTAGE IN HD/FULL HD 
RESOLUTION 
The set is equipped with 8 IP cameras, each with 2 Megapixel 

resolution, which ensures HD / Full HD recording.

EFFORTLESS SET-UP
AND INSTALLATION
Lanberg’s set, based on the Wi-Fi technology, is easy to 

mount and does not require you to drill holes in the walls, 

reconstruct the electrics or any other major interference 

with the construction of the house. Just attach the cameras 

in selected places, connect the power supply and enjoy the 

wireless transmission of the recorded video feed.

Installation of the NVR and IP cameras is simple and 

intuitive and does not require any complicated system 

configurations.

WATERPROOF CAMERS 
AND NIGHT VISION UP TO 25M 

Lanberg’s cameras are equipped with robust and 

waterproof IP66 housing, which means high resistance 

to severe weather conditions such as rain, ensuring 

continuous and trouble-free recording.

Due to the use of 6 IR LEDs, cameras can record images

at night, effective up to 25 meters.

BROAD POSSIBILITES 
OF DEVICE CONFIGURATION
The NVR is simple-to-use and offers a broad spectrum of

configuration options, as well.

In addition to video-related settings, audio / data recording

and other system functions, user can set and adjust the 

recording calendars and schedules, explicitly tailored to their 

needs and times of presence at home, alarms and motion-

triggered recording. That gives you complete freedom in 

managing your very-own home surveillance center.

8-channel surveillance 

Surveillance kit includes:

• 8-channel IP Network video recorder (NVR),

• 8 IP cameras with 2MP Full HD 1080p image 

resolution,

• Mounting accessories for cameras, HDD,

• Network and power cables.

8-CHANNEL IP NVR WI-FI + 8 IP WI-FI CAMERAS

ICS-0808-0020

SMART ACCESS WATERPROOF

8 CHANNEL

8 CH

NIGHT VISION
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8-channel PoE surveillance kit

ENGLISH SOFTWARE
For English-speaking users, Lanberg supplies the devices 

with English software, interface, and reliable user manual, 

so that installation, configuration, and subsequent use 

of surveillance is more straightforward, convenient, and 

intuitive.

DEPENDABILITY AND SAFETY WITH
EASY-TO-USE LANBERG’S SURVEILLANCE

Lanberg’s PoE surveillance system translates into an even 

greater level of security and control over your home or 

workplace. The ability of remotely viewing the feed from 

cameras using the app on smartphones, extremely simple 

and intuitive maintenance of devices, fast installation, broad 

scope of possibilities for IP camera operation management,

excellent quality of video footage and durability of products 

- it is a guarantee of a safer home.

SIMPLE INSTALLATION AND 
CONFIGURATION

Lanberg’s surveillance kit compatible with PoE technology. 

Just attach IP cameras in selected places, connect LAN 

cables terminated with RJ-45, and enjoy fast recorded image 

transmission. 

Installation and configuration of both NVR and IP cameras 

is intuitive and straightforward without adjusting any 

complicated system settings. In a few minutes, you can get 

a preview of the mounted IP cameras on TV, smartphone or 

computer.

VIDEO FOOTAGE IN 2592X1944 
RESOLUTION
The set is equipped with 4 IP cameras, each with 5 

Megapixel resolution, which ensures recording in very high 

2592X1944 resolution.

8-channel PoE surveillance kit

8-CHANNEL IP NVR POE + 4 IP POE CAMERAS

PCS-0804-0050

SMART ACCESS WATERPROOF

8 CHANNEL

8 CH

NIGHT VISION

Surveillance kit includes:

• 8-channel IP Network video recorder (NVR),

• 4 IP cameras with 5MP 2592X1944 image 

resolution,

• Mounting accessories for cameras, HDD,

• Network and power cables.
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WIRELESS IP CAMERA

Image sensor 1/3” Progressive Scan Sensor, 1/2.8” CMOS*

S/N Ratio > 39.1 dB

Video compression Standard H.264, H264+, H.265*

Resolution 1.3/2/5MP*

Min. illumination

Color 0.01 Lux

B/W 0.001 Lux

Lens 3.6mm

IR LEDs 3x /4x IR LEDs, IR auto-disable feature*

IR effective distance 20-25m 

OSD Date, Time and Title

White balance Auto

Day & Night Auto / Color / BW

3D-DNR Auto

Mirror/Flip On / Off

Privacy masking 4 Zones, Selectable

Video stream
Dual-stream

1920x1080 @ 15fps
640x480 @ 15fps*

Anti-lighting  IEC 61000-4-5 Standard

Power input DC 12V 1A, PoE 802.3af (802.3at Type 1)*

Power consumption < 6W

Connection RJ-45/Wi-Fi 802.11b/g/n*

Operating humidity/temperature -10°C-50°C / 30%-80% RH

Dimensions 66 x 180 mm

*Depends on the chosen surveillance kit model

Technical specification

IP NVR

Operating system Linux

Video/audio

Supported IP cameras 4-Channel / 8-Channel*

HDMI output
1-channel, resolution: 1024x768, 1280x1024,1366x768,  

1440x900, 1920x1080,2944×1656*

VGA output
1-channel, resolution: 1024x768, 1280x1024, 1366x768, 

1440x900, 1920x1080p*

Video compression H.264, H264+, H.265, H265+*

Video specification

Recording resolution 720P/960P/1080P/2944×1656* 

Playback 4-Channel / 8-Channel*

Video management

Recording Manual recording, scheduled recording, motion detection recording, 

Playback Instant playback / event playback

Backup Backup

Supported HDD 

Type 1 x SATA HDD

Max. capacity Max. 6TB

Available external 
connectors

Network port 1x RJ-45 port; 2x antenas*

USB port 2x port USB 2.0

Audio port 1x Mini Jack 3.5mm port (optional)

Network mangement Network protocols
UPnP (Plug and Play), SMTP (Email service protocol), PPPoE 

(Dial up networking), DHCP itp.

Others

Power supply DC 12V 2A

Power consumption 
(without HDD)

< 5W

Operating temperature -10°C-55°C, 10°C-50°C*

Operating humidity 10%-90% RH, 10%-80% RH*

Dimensions 258 x 210 x 42 mm, 400 x 200 x 300 mm*

Weight (without HDD) 1kg

*Depends on the chosen surveillance kit model

Technical specification
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NotesNotes
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Despite all efforts, the manufacturer / distributor / seller does not guarantee
that the published technical data, photos and descriptions do not contain any

deficiencies or mistakes.

The above catalogue is for information purposes and does not constitute an
offer within the meaning of the Civil Code.

In case of any doubts, please contact us at:
email: info@lanberg.eu

Rack cabinet configurator

Check out our immensely-helpful
cabinets configurator!
http://lanberg.pl/en/konfigurator
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www.lanberg.pl/en
e-mail: info@lanberg.eu

All rights reserved

Lanberg ©


	Server cabinets and Rack accessories
	10” server cabinets and Rack accessories
	10” server cabinets
	Accessories – 10“ PDU
	Accessories – 10“ shelves and organizers
	Accessories – 10“ blank panels
	Technical specification

	19” server cabinets and Rack accessories
	19” Wall-mount fast assembly WFFA series cabinets
	19” Single-section wall-mount cabinets
	19” Double-section wall-mount cabinets
	19” Free-standing cabinets FF01 series
	19” Free-standing cabinets FF02 series
	19” Open Rack 
	19” Wall-mount folding fames
	Accessories – Rail kit
	Accessories – 19” PDUs
	Accessories – 19” plinths
	Accessories – 19” plinths, rackmount fan panels
	Accessories – 19” rackmount fan panels
	Accessories - fiber optic switch boxes 19”
	Accessories – 19” shelves
	Accessories – 19” shelf for terminating patch panels, others
	Accessories – 19” brush panels
	Accessories – 19” brush panels, blank panels
	Accessories – 19” blank panels
	Accessories – 19” cable organizers
	Technical specification


	Server chassis and related accessories
	Server chassis
	PCI extension cards
	PCI Express extension cards
	PCI Express network extension card


	Patch cords, CU & CCA LAN cables
	Patch cords – Fluke Pass
	INDOOR CU LAN cables – Fluke Pass + CPR
	INDOOR CU LAN cables – Fluke Pass + CPR
	OUTDOOR CU LAN cables – Fluke Pass
	OUTDOOR CU GEL LAN cables – Fluke Pass
	INDOOR CU LAN cables – Fluke Pass
	CCA LAN cables
	Ethernet cables tutorial 
	Technical specification


	Patch panels, Surface-mount boxes, Keystones, RJ-45 
	Patch panels
	Technical specification
	Surface-mount boxes
	2M 45x45 socket modules
	180° RJ-45 keystone modules
	Toolless 180° RJ-45 keystone modules
	RJ-45 keystone modules
	90° RJ-45 keystone modules, inline couplers
	Blank surface-mount keystone boxes
	RJ-45 connectors
	Pass through, toolless RJ-45 connectors


	LAN Network tools and more
	LAN Network tools
	Insulation stripping tools
	Crimping tools
	Network tool kits
	Cable testers
	Cable locator, screwdriver and hex key sets
	Screwdriver and hex key sets
	Ratchet screwdriver sets
	Thermostats 


	Network interface cards (NIC)
	Network interface adapters and related accessories
	Wireless LAN adapters
	USB Network interface adapters


	Desktop switches
	5-port switches
	8-port switches
	16/24-port switches
	PoE/PoE+ 16/24-port switches
	PoE/PoE+ 4/8-port switches
	PoE/PoE+ 24-port switches
	Technical specification


	Surveillance kits
	4-channel Wi-Fi surveillance kit
	8-channel surveillance 
	8-channel PoE surveillance kit
	Technical specification
	Rack cabinet configurator



